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04 Magnetic Transducer

Size
(mm)

Height
(mm)

Rated Voltage
(Vo-p)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Resistance
(ohm)

Page
No.

MT9040D-27A1-6.5P 10.8x9 4 27306.5 241.5 80 / 10cm

MT9040D-27A3-16P 10.8x9 4 273016 243 85 / 10cm

MT9650DP-27A3-16P 10.8x9.6 5 273116 243 85 / 10cm

MT9650DP-27A5-42P 10.8x9.6 5 273142 245 88 / 10cm

MT1260DP-27A1-6.5P 13.8x12 6.3 27316.5 241.5 88 / 10cm

MT1260DP-27A3-16P 13.8x12 6.3 273116 243 88 / 10cm

MT1275DP-27A3-16P 13.8x12 7 273116 243 88 / 10cm

MT1275DP-27A5-42P 13.8x12 7 273142 245 90 / 10cm

MT6737-31A3-16P �6.7 3.7 310016 253 75 / 10cm

MT9042-27E3-16P �9 4.2 273016 253 80 / 10cm

MT9042-27E5-42P �9 4.2 273042 255 85 / 10cm

MT9055-27A1-5.5P �9.2 5.5 27315.5 251.5 85 / 10cm

MT9055-27A3-16P �9.2 5.5 273116 253 85 / 10cm

MT1254P-L20A1-16P �12 5.5 204816 251.5 78 / 10cm

MT1254P-L20A3-16P �12 5.5 204816 253 80 / 10cm

MT1254P-M20A1-5.5P �12 5.5 20485.5 261.5 75 / 10cm

MT1254P-M20A5-42P �12 5.5 204842 265 80 / 10cm

MT1265P-24A5-42P �12 6.5 240042 265 80 / 10cm

MT1265P-27A12-140P �12 6.5 2700140 2612 85 / 10cm

MT1285P-20A1-16P �12 8.5 204816 261.5 80 / 10cm

MT1285P-20A5-50P �12 8.5 204850 265 85 / 10cm

MT1290-24E5-47P �12 9 240047 265 80 / 10cm

MT1290-24E12-140P �12 9 2400140 2612 85 / 10cm

MT1295-24E3-16P �12 9.5 240016 273 85 / 10cm

MT1295-20E5-45P �12 9.5 204845 275 85 / 10cm

MT1450-M26A1-6.5P �14 5 26706.5 271.5 85 / 10cm

MT1612-20E12-135P �16 12 2000135 2712 85 / 10cm

MT1614-20E5-68P �16 14 204868 275 85 / 10cm

MT1614-20E12-115P �16 14 2048115 2712 85 / 10cm

MT2512-10E5-27P �24.8 12.8 100027 285 85 / 10cm

MT2512-12E9-65P �24.8 12.8 120065 289 85 / 10cm

SMT3220T-40A3-12 3.2x3.2 2 400012 283 65 / 5cm

SMT4020-40A3-17 4x4 2 400017 283 70 / 10cm

SMT4020T-40A3-17 4x4 2 400017 283 70 / 10cm

SMT5018S-40A3-12 5.2x5.2 1.8 400012 293 72 / 10cm

SMT5018T-40A3-12 5.2x5.2 1.8 400012 293 75 / 10cm

SMT5020S-40A3-12 5x5 2 400012 293 75 / 10cm

SMT5020T-40A3-12 5x5 2 400012 293 80 / 10cm

SMT5025-40A3-12 5x5 2.7 400012 303 75 / 10cm
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04Magnetic Transducer

Size
(mm)

Height
(mm)

Rated Voltage
(Vo-p)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Resistance
(ohm)

Page
No.

SMT5025T-40A3-12 5x5 2.5 400012 303 75 / 10cm

SMT5025T-40A3.6-12 5x5 2.5 400012 303.6 75 / 10cm

SMT5030S-40A3-12 5x5 3 400012 303 75 / 10cm

SMT5030S-40A5-17 5x5 3 400017 305 78 / 10cm

SMT5525-31A3-10 5.5x5.5 2.5 310010 303 85 / 5cm

SMT6540T-27A3.6-12 6.9x6.5 4 270012 313.6 85 / 10cm

SMT7525-27A3.6-15 7.5x7.5 2.5 270015 313.6 85 / 10cm

SMT7525-27A5-25 7.5x7.5 2.5 270025 315 80 / 10cm

SMT8025-27A3.6-16 8x8 2.5 273116 313.6 82 / 10cm

SMT8025A-27A3.6-16 8x8 2.5 270016 313.6 85 / 10cm

SMT8530-27A5-20 8.5x8.5 3 270020 325 85 / 10cm

SMT8530-31A3.6-16 8.5x8.5 3 310016 323.6 85 / 10cm

SMT8530T-27A3.6-16 8.5x8.5 3 270016 323.6 85 / 10cm

SMT8530T-27A3.6-20 8.5x8.5 3 270020 323.6 83 / 10cm

SMT8530TA-27A3.6-16 8.5x8.5 3 273016 323.6 85 / 10cm

SMT8532-27A3.6-20 8.5x8.5 3.2 273120 323.6 90 / 10cm

SMT8540C-24A3.6-16 8.5x8.5 4.2 240016 333.6 85 / 10cm

SMT8540C-40A5-16 8.5x8.5 4.2 400016 335 90 / 10cm

SMT8540T-27A3.6-16 8.5x8.5 4 270016 333.6 85 / 10cm

SMT8540T-40A5-13 8.5x8.5 4 400013 335 100 / 10cm

SMT9025D-27A3-16 10.5x9 2.5 270016 333 85 / 10cm

SMT9032D-27A3-16 10.5x9 3.2 270016 333 85 / 10cm

SMT9032D-27A3.6-16 10.5x9 3.2 270016 333.6 85 / 10cm

SMT9035D-27A3-16 10.5x9 3.5 273116 343 85 / 10cm

SMT9035D-27A3.6-16 10.5x9 3.5 273116 343.6 85 / 10cm

SMT9040D-27A3-16 10.5x9 4 273116 343 90 / 10cm

SMT9040DA-27A3.6-16 10.5x9 4 270016 343.6 85 / 10cm

SMT9045R-27A3-16 �9 4.5 270016 343 85 / 10cm

SMT9045T-30A3-18 9x9 4.5 300018 353 85 / 10cm

SMT1032-27A3-18 10x10 3.2 270018 353 85 / 10cm

SMT1032-28A3.6-18 10x10 3.2 283018 353.6 90 / 10cm

SMT1255-L20A1-16 12x12 5.6 204816 351.5 75 / 10cm

SMT1365T-24A1-16 12.8x12.8 6.5 240016 351.5 80 / 10cm

SMT1365T-24A5-45 12.8x12.8 6.5 240045 355 85 / 10cm

SMT1370T-24A5-47 12.8x12.8 7 240047 365 85 / 10cm

SMT1310T-24A5-47 12.8x12.8 10 240047 365 85 / 10cm

SMT141130-27A3-18 14x11 3 270018 363 85 / 10cm

SMT141130-27A5-40 14x11 3 270040 365 90 / 10cm

SMT141130S-27A5-40 14x11 3 270040 365 85 / 10cm
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Magnetic Transducer

MT9040D

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : 10.8 X 9 X 4 mm ]

MT9040D-27A1-6.5P

Unit: mm / Tolerance ±0.5mm

1 ~ 3

1.5

Max. 80

6.5 ± 1

2730

Min. 80 / 10cm

-20 ~ +60

1

MT9040D-27A3-16P

2 ~ 4

3

Max. 100

16 ± 3

2730

Min. 85 / 10cm

-20 ~ +60

1

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT9650DP

Dimensions    [ size : 10.8 X 9.6 X 5 mm ]

MT9650DP-27A3-16P

Unit: mm / Tolerance ±0.5mm

2 ~ 4

3

Max. 80

16 ± 3

2731

Min. 85 / 10cm

-20 ~ +70

1

MT9650DP-27A5-42P

3 ~ 7

5

Max. 80

42 ± 3

2731

Min. 88 / 10cm

-20 ~ +70

1

Series 

PPO

Color

Blakc

Terminal

Pin

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1260DP

Dimensions    [ size : 13.8 X 12 X 6.3 mm ]

MT1260DP-27A1-6.5P

Unit: mm / Tolerance ±0.5mm

1 ~ 3

1.5

Max. 70

6.5 ± 1

2731

Min. 88 / 10cm

-20 ~ +70

1.5

MT1260DP-27A3-16P

2 ~ 4

3

Max. 70

16 ± 3

2731

Min. 88 / 10cm

-20 ~ +70

1.5

Series 

PPO

Color

Black

Terminal

Pin

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1275DP

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : 13.8 X 12 X 7 mm ]

MT1275DP-27A3-16P

Unit: mm / Tolerance ±0.5mm

2 ~ 4

3

Max. 70

16 ± 3

2731

Min. 88 / 10cm

-20 ~ +70

1.5

MT1275DP-27A5-42P

3 ~ 7

5

Max. 70

42 ± 3

2731

Min. 90 / 10cm

-20 ~ +70

1.5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

5 ± 0.2 3.2 4.5

4 
± 

0.
2

Ø9 ± 0.2

Ø
0.

6

10
.8

 ±
 0

.2

4 ± 0.3

5 ± 0.2 4.0 4.8

4 
± 

0.
2

Ø9.6 ± 0.2

Ø
0.

6

10
.8

 ±
 0

.2

5 ± 0.2

Ø12 ± 0.2

Ø
0.

6

0.5

6.3 ± 0.2

13
.8

 ±
 0

.3

4.05.5 ± 0.3

6.
5 

± 
0.

2

Ø12 ± 0.2

Ø
0.

6

0.5

7 ± 0.3

13
.8

 ±
 0

.3

6 ± 0.26 ± 0.2

6.
5 

± 
0.

2

+
-
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Magnetic Transducer

MT6737

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �6.7 X 3.7 mm ]

MT6737-31A3-16P

Unit: mm / Tolerance ±0.5mm

2 ~ 4

3

Max. 80

16 ± 3

3100

Min. 75 / 10cm

-20 ~ +60

0.7

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT9042

PPO / PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �9 X 4.2 mm ]

MT9042-27E3-16P

Unit: mm / Tolerance ±0.5mm

2 ~ 4

3

Max. 100

16 ± 3

2730

Min. 80 / 10cm

-20 ~ +60

0.8

MT9042-27E5-42P
4 ~ 6

5

Max. 60

42 ± 3

2730

Min. 85 / 10cm

-20 ~ +85

0.8

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT9055

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �9.2 X 5.5 mm ]

MT9055-27A1-5.5P

Unit: mm / Tolerance ±0.5mm

1 ~ 3

1.5

Max. 80

5.5 ± 1

2731

Min. 85 / 10cm

-20 ~ +70

1

MT9055-27A3-16P
2 ~ 4

3

Max. 80

16 ± 3

2731

Min. 85 / 10cm

-20 ~ +70

1

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1254P

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 5.5 mm ]

MT1254P-L20A1-16P

Unit: mm / Tolerance ±0.5mm

1 ~ 3

1.5

Max. 30

16 ± 3

2048

Min. 78 / 10cm

-20 ~ +70

1.5

MT1254P-L20A3-16P

2 ~ 4

3

Max. 30

16 ± 3

2048

Min. 80 / 10cm

-20 ~ +70

1.5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Ø
6.

7 
± 

0.
5

2 
- Ø

0.
6 

± 
0.

1

3.7 ± 0.5 3.3 ± 0.5

3.
2 

± 
0.

2

Ø
9 

± 
0.

3

2 
- Ø

0.
6 

± 
0.

1

4.2 ± 0.2 4.5 ± 0.5 Epoxy

4 
± 

0.
2

Ø
9.

2 
± 

0.
2

2 
- Ø

0.
6 

± 
0.

1

5.5 ± 0.2 4.5 ± 0.5
Epoxy

4 
± 

0.
2

Ø
12

 ±
 0

.2

Ø8

Ø
0.

6

5.5 ± 0.3

6.
5 

± 
0.

5

5.0

0.5
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Magnetic Transducer

MT1254P

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 5.5 mm ]

MT1254P-M20A1-5.5P

Unit: mm / Tolerance ±0.5mm

1 ~ 2

1.5

Max. 30

5.5 ± 1

2048

Min. 75 / 10cm

-20 ~ +70

1.5

MT1254P-M20A5-42P

4 ~ 7

5

Max. 30

42 ± 3

2048

Min. 80 / 10cm

-20 ~ +70

1.5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1265P

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 6.5 mm ]

MT1265P-24A5-42P

Unit: mm / Tolerance ±0.5mm

4 ~ 6

5

Max. 30

42 ± 3

2400

Min. 80 / 10cm

-20 ~ +70

2

MT1265P-27A12-140P

9 ~ 15

12

Max. 60

140 ± 14

2700

Min. 85 / 10cm

-20 ~ +70

2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1285P

Noryl

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 8.5 mm ]

MT1285P-20A1-16P

Unit: mm / Tolerance ±0.5mm

1 ~ 3

1.5

Max. 30

16 ± 3

2048

Min. 80 / 10cm

-20 ~ +70

1.3

MT1285P-20A5-50P

3 ~ 8

5

Max. 30

50 ± 5

2048

Min. 85 / 10cm

-20 ~ +70

1.3

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1290

PPO

Color

Blakc

Terminal

Pin

Dimensions    [ size : �12 X 9 mm ]

MT1290-24E5-47P

Unit: mm / Tolerance ±0.5mm

3 ~ 8

5

Max. 40

47 ± 5

2400

Min. 80 / 10cm

-20 ~ +70

2

MT1290-24E12-140P

6 ~ 15

12

Max. 40

140 ± 14

2400

Min. 85 / 10cm

-20 ~ +70

2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Ø
12

 ±
 0

.2

Ø5

Ø
0.

6

5.5 ± 0.3

6.
5 

± 
0.

5

5.5 ± 0.5

0.5

Ø
12

 ±
 0

.2

2 
- Ø

0.
6 

± 
0.

05

6.
5 

± 
0.

2

4 ± 0.5
0.5

9.0 ± 0.2 5.5 ± 0.5
Epoxy

Washing Label

Ø
12

 ±
 0

.2

Ø
0.

6

8.5 ± 0.2

6.
5 

± 
0.

5

5 ± 0.5

0.5

Ø
12

 ±
 0

.3

Ø
0.

6

6.5 ± 0.3

6.
5 

± 
0.

5

5.0

0.5
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Magnetic Transducer

MT1612

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �16 X 12 mm ]

MT1612-20E12-135P

Unit: mm / Tolerance ±0.5mm

8 ~ 16

12

Max. 50

135 ± 20

2000

Min. 85 / 10cm

-40 ~ +90

3.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1614

PPO / Noryl

Color

Black

Terminal

Pin

Dimensions    [ size : �16 X 14 mm ]

MT1614-20E5-68P

Unit: mm / Tolerance ±0.5mm

4 ~ 7

5

Max. 40

68 ± 8

2048

Min. 85 / 10cm

-20 ~ +60

5

MT1614-20E12-115P
9 ~ 15

12

Max. 40

115 ± 12

2048

Min. 85 / 10cm

-20 ~ +70

5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1450

Noryl

Color

Black

Terminal

Pin

Dimensions    [ size : �14 X 5 mm ]

MT1450-M26A1-6.5P

Unit: mm / Tolerance ±0.5mm

1 ~ 2

1.5

Max. 70

6.5 ± 1

2670

Min. 85 / 10cm

-30 ~ +70

2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

MT1295

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 9.5 mm ]

MT1295-24E3-16P

Unit: mm / Tolerance ±0.5mm

2 ~ 5

3

Max. 40

16 ± 2

2400

Min. 85 / 10cm

-20 ~ +70

1.8

MT1295-20E5-45P
4.5 ~ 5.5

5

Max. 40

45 ± 5

2048

Min. 85 / 10cm

-20 ~ +70

1.8

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Ø
12

 ±
 0

.5

2 
- Ø

0.
6 

± 
0.

05

6.
5 

± 
0.

5

3.5 ± 0.5
0.5

9.5 ± 0.2 4.5 ± 0.5
Epoxy

Washing Label

Ø
14

 ±
 0

.2

Ø
0.

6

5 ± 0.2
45º

7.
6 

± 
0.

2

5 ± 0.5

1 + 0.5- 0.0

0.3
 + 

0.3
- 0

.0

+
-

Ø
16

 ±
 0

.2

7.
6 

± 
0.

2

12 ± 0.2 3.0

4.0

0.5

2 
- Ø

0.
7

Epoxy

Washing Label

Ø
16

 ±
 0

.5

14 ± 0.2 5.5 ± 0.5

7.
6 

± 
0.

2

11 ± 0.2

Ø
14

 ±
 0

.5

2 
- Ø

0.
7

0.5
Epoxy
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Magnetic Transducer

MT2512

Noryl / PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �24.8 X 12.8 mm ]

MT2512-10E5-27P

Unit: mm / Tolerance ±0.5mm

3 ~ 7

5

Max. 80

27 ± 4

1000

Min. 85 / 10cm

-20 ~ +70

8.5

MT2512-12E9-65P
6 ~ 12

9

Max. 80

65 ± 10

1200

Min. 85 / 10cm

-20 ~ +60

8.5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT3220T

Brass + LCP

Color

Gold

Terminal

SMT

Dimensions    [ size : 3.2 X 3.2 X 2 mm ]

SMT3220T-40A3-12

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 120

12 ± 3

4000

Min. 65 / 5cm

-20 ~ +70

0.1

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT4020

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 4 X 4 X 2 mm ]

SMT4020-40A3-17

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 90

17 ± 3

4000

Min. 70 / 10cm

-20 ~ +70

0.1

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT4020T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 4 X 4 X 2 mm ]

SMT4020T-40A3-17

Unit: mm / Tolerance ±0.3mm

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Ø
24

.8
 ±

 0
.3

5.5 ± 0.3

4.0 ± 0.312.8 ± 0.2
0.5

10
.2

 ±
 0

.2

2 
- Ø

0.
8 

± 
0.

05

Epoxy

3.2 ± 0.1

Ø1

0.5 0.8

3.
2 

± 
0.

1

2 ± 0.1

1.
5

4 ± 0.1

4 
± 

0.
1

Ø0.8

20H

1.7

2

1.
4

0.5

2
1.1

Date Code
20  H

Year Month

4 ± 0.1

4 
± 

0.
1

1.7

2

1.
4

0.5

2
1.1

20H

Date Code
20  H

Year Month Sound Port

2 ~ 4

3

Max. 90

17 ± 3

4000

Min. 70 / 10cm

-20 ~ +70

0.1



Transducer (External Drive) Magnetic Transducer 29

Magnetic Transducer

SMT5020S

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 5 X 5 X 2 mm ]

SMT5020S-40A3-12

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 110

12 ± 3

4000

Min. 75 / 10cm

-20 ~ +70

0.2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT5020T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 5 X 5 X 2 mm ]

SMT5020T-40A3-12

Unit: mm / Tolerance ±0.3mm

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT5018T

Brass + LCP

Color

Gold

Terminal

SMT

Dimensions    [ size : 5.2 X 5.2 X 1.8 mm ]

SMT5018T-40A3-12

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 100

12 ± 3

4000

Min. 75 / 10cm

-30 ~ +70

0.2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT5018S

Aluminum + LCP

Color

Silver

Terminal

SMT

Dimensions    [ size : 5.2 X 5.2 X 1.8 mm ]

SMT5018S-40A3-12

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 100

12 ± 3

4000

Min. 72 / 10cm

-40 ~ +85

0.2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

1.8 ± 0.2

Lead - Lead +

0.
7

15.2 ± 0.2

5.
2 

± 
0.

2

Sound Port

Sound Port

Lead -

Lead +
5.2 ± 0.3

Ø0.8

1.8 ± 0.2 0.8

3.
2

5.
2

3.5 ± 0.21

5.
2 

± 
0.

3

5 ± 0.3

Ø0.8

Lead -Lead +

2 ± 0.2
0.35

3 
- 0

.8

3 - 1.5 2

3.
5

1.2

5 
± 

0.
3

5 ± 0.3

Ø0.8

Lead -Lead +

2 ± 0.2
0.35

3 
- 0

.8

3 - 1.5 2

3.
5

1.2

5 
± 

0.
3

2 ~ 4

3

Max. 100

12 ± 3

4000

Min. 80 / 10cm

-20 ~ +70

0.2
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Magnetic Transducer

SMT5025

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 5 X 5 X 2.7 mm ]

SMT5025-40A3-12

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 100

12 ± 3

4000

Min. 75 / 10cm

-40 ~ +85

0.2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT5525

SUS + LCP

Color

Silver

Terminal

SMT

Dimensions    [ size : 5.5 X 5.5 X 2.5 mm ]

SMT5525-31A3-10

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3

Max. 120

10 ± 1.5

3100

Min. 85 / 5cm

-40 ~ +85

0.2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT5025T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 5 X 5 X 2.5 mm ]

SMT5025T-40A3-12

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 100

12 ± 3

4000

Min. 75 / 10cm

-30 ~ +70

0.2

SMT5025T-40A3.6-12

2.5 ~ 4.5

3.6

Max. 100

12 ± 3

4000

Min. 75 / 10cm

-30 ~ +70

0.2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT5030S

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 5 X 5 X 3 mm ]

SMT5030S-40A3-12

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 110

12 ± 3

4000

Min. 75/ 10cm

-30 ~ +70

0.3

SMT5030S-40A5-17

3 ~ 7

5

Max. 130

17 ± 3

4000

Min. 78 / 10cm

-30 ~ +70

0.3

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

5 ± 0.3

Lead -Lead +

2.7 ± 0.2 Sound Port

3 
- 0

.8

3 - 1.5
5.5 ± 0.3

3.
5 

± 
0.

2

1.2

5 
± 

0.
3

5 ± 0.3

Lead -

Ø0.8

Lead +

2.5 ± 0.2

3 
- 0

.8

3 - 1.5 2.0

3.
5

1.2

5 
± 

0.
3

5 ± 0.3

Ø0.8

Lead -Lead +

3 ± 0.2
1.3

3 
- 0

.8

3 - 1.5 2

3.
5

1.2

5 
± 

0.
3

5.5 ± 0.2 Sound Port
Lead +

Lead -

5.
5 

± 
0.

2

0.7 ± 0.10.3

2.5 ± 0.2
0.15

5.
5 

± 
0.

2

5.3 ± 0.2 Metal Cover

5.
3 

± 
0.

2

1 ± 0.2

1 
± 

0.
2
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Magnetic Transducer

SMT8025

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8 X 8 X 2.5 mm ]

SMT8025-27A3.6-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 90

16 ± 3

2731

Min. 82 / 10cm

-40 ~ +85

0.5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT8025A

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8 X 8 X 2.5 mm ]

SMT8025A-27A3.6-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-30 ~ +70

0.4

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT7525

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 7.5 X 7.5 X 2.5 mm ]

SMT7525-27A3.6-15

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 100

15 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.3

SMT7525-27A5-25

4 ~ 7

5

Max. 110

25 ± 5

2700

Min. 80 / 10cm

-30 ~ +70

0.3

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT6540T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 6.9 X 6.5 X 4 mm ]

SMT6540T-27A3.6-12

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 120

12 ± 2

2700

Min. 85 / 10cm

-40 ~ +85

0.3

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

6.5 ± 0.3

Ø2

4.0 ± 0.5 45°

6.
9±

 0
.3

1.8
Max 3°

7.5 ± 0.2 2.5 ± 0.5

So
un

d 
Po

rt

Lead -

Lead +

2.
5

1.
3

4.91.3

4.
9

1.7

1.2

0.15

7.
5 

± 
0.

2

8 ± 0.2 2.5 ± 0.2

So
un

d 
Po

rt

Lead +

Lead -
0.6

0.3

2.
6

8.
7 

M
ax

.

5.
6

6.4
4 - 0.8

8 
± 

0.
2

7.
6 

± 
0.

2

Lead +

Lead -

8 ± 0.3 2.5 ± 0.2

So
un

d 
Po

rt

8 
± 

0.
3

7.1 ± 0.3 4.9 ± 0.2

4.
9 

± 
0.

2

0.15
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Magnetic Transducer

SMT8530T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8.5 X 8.5 X 3 mm ]

SMT8530T-27A3.6-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.6

SMT8530T-27A3.6-20

2.5 ~ 4.5

3.6

Max. 80

20 ± 3

2700

Min. 83 / 10cm

-20 ~ +70

0.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT8530

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8.5 X 8.5 X 3 mm ]

SMT8530-27A5-20

Unit: mm / Tolerance ±0.3mm

4 ~ 6

5

Max. 130

20 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.5

SMT8530-31A3.6-16

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

3100

Min. 85 / 10cm

-20 ~ +70

0.5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT8532

LCP

Color

White

Terminal

SMT

Dimensions    [ size : 8.5 X 8.5 X 3.2 mm ]

SMT8532-27A3.6-20

Unit: mm / Tolerance ±0.3mm

3 ~ 5

3.6

Max. 80

20 ± 3

2731

Min. 90 / 10cm

-30 ~ +70

0.7

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT8530TA

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8.5 X 8.5 X 3 mm ]

SMT8530TA-27A3.6-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

2730

Min. 85 / 10cm

-20 ~ +70

0.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

8.5 ± 0.3 3 ± 0.2
Lead +

Lead -
4 - 1.5

0.15 ± 0.05

8.
5 

± 
0.

3 So
un

d 
Po

rt

8.5 ± 0.3 3 ± 0.3
Lead +

Lead -

0.15 

Ø2

8.
5 

± 
0.

3

4 -
 1.

5

8.5 ± 0.3 3 ± 0.1

2

1.5

0.15 

Ø28.
5 

± 
0.

3

Le
ad

 +
Le

ad
 -

0.8 8.5

So
un

d 
Po

rt

3.2

4 -
 1.

6 Lead +

Lead -

0.15 ± 0.05

8.
5
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Magnetic Transducer

SMT9025D

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 10.5 X 9 X 2.5 mm ]

SMT9025D-27A3-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-30 ~ +70

0.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT8540T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8.5 X 8.5 X 4 mm ]

SMT8540T-27A3.6-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.6

SMT8540T-40A5-13

4 ~ 7

5

Max. 100

13 ± 3

4000

Min. 100 / 10cm

-20 ~ +70

0.7

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT9032D

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 10.5 X 9 X 3.2 mm ]

SMT9032D-27A3-16

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.6

SMT9032D-27A3.6-16

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT8540C

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8.5 X 8.5 X 4.2 mm ]

SMT8540C-24A3.6-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

2400

Min. 85 / 10cm

-20 ~ +70

0.6

SMT8540C-40A5-16

4 ~ 6

5

Max. 130

16 ± 3

4000

Min. 90 / 10cm

-20 ~ +70

0.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

8.5 ± 0.2 4.2 ± 0.3 Lead +

Lead -

0.15 ± 0.05

8.
5 

± 
0.

2

So
un

d 
Po

rt

4 - 1.5 

8.5 ± 0.2 4 ± 0.3 Lead +

Lead -

0.15 ± 0.05

8.
5 

± 
0.

2 So
un

d 
Po

rt
4 - 1.5 

10
.5

 ±
 0

.3

9 ± 0.3 0.15 10.5 ± 0.3

1.
5

5 2.5 ± 0.2 Sound Port

10
.5

 ±
 0

.3

9 ± 0.3 0.15 10.5 ± 0.3

1.
5

5 3.2 ± 0.2
Sound Port
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Magnetic Transducer

SMT9040D

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 10.5 X 9 X 4 mm ]

SMT9040D-27A3-16

Unit: mm / Tolerance ±0.3mm

2 ~ 5

3

Max. 100

16 ± 3

2731

Min. 90 / 10cm

-20 ~ +70

1

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT9035D

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 10.5 X 9 X 3.5 mm ]

SMT9035D-27A3-16

Unit: mm / Tolerance ±0.3mm

2 ~ 4.5

3

Max. 80

16 ± 3

2731

Min. 85 / 10cm

-30 ~ +70

0.6

SMT9035D-27A3.6-16

2 ~ 4.5

3.6

Max. 80

16 ± 3

2731

Min. 85 / 10cm

-30 ~ +70

0.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT9045R

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : �9 X 4.5 mm ]

SMT9045R-27A3-16

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.8

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT9040DA

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : 10.5 X 9 X 4 mm ]

SMT9040DA-27A3.6-16

Unit: mm / Tolerance ±0.3mm

2.5 ~ 4.5

3.6

Max. 100

16 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

1

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

10
.5

 ±
 0

.3

9 ± 0.3

Sound Port

0.15 10.5 ± 0.3

2.1

1.
5

5 3.5

10
.5

 ±
 0

.3

9 ± 0.3

Sound Port

0.15 10.5 ± 0.3

2.0

1.
5

5 4 ± 0.2

+ Lead - Lead

10
.5

 ±
 0

.3

9 ± 0.3

Sound Port

12.3 ± 0.34 ± 0.2

1.
5

5 2.5 0.4 4.9

+ -
HST

SMT9040DA
22 12

Date Code
22  12

Year Month

Ø9 ± 0.5

4.
9

12
 ±

 0
.3

4.5 ± 0.5 1.5 ± 0.1

0.4 ± 0.1
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Magnetic Transducer

SMT1255

PPS

Color

Grey

Terminal

SMT

Dimensions    [ size : 12 X 12 X 5.6 mm ]

SMT1255-L20A1-16

Unit: mm / Tolerance ±0.5mm

1 ~ 3

1.5

Max. 40

16 ± 3

2048

Min. 75 / 10cm

-40 ~ +85

1.8

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT1032

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 10 X 10 X 3.2 mm ]

SMT1032-27A3-18

Unit: mm / Tolerance ±0.3mm

2 ~ 5

3

Max. 100

18 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

0.8

SMT1032-28A3.6-18

2 ~ 5

3.6

Max. 100

18 ± 3

2830

Min. 90 / 10cm

-40 ~ +85

0.8

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT1365T

PPS

Color

Grey

Terminal

SMT

Dimensions    [ size : 12.8 X 12.8 X 6.5 mm ]

SMT1365T-24A1-16

Unit: mm / Tolerance ±0.3mm

1 ~ 3

1.5

Max. 50

16 ± 3

2400

Min. 80 / 10cm

-20 ~ +70

2

SMT1365T-24A5-45

4 ~ 7

5

Max. 50

45 ± 5

2400

Min. 85 / 10cm

-20 ~ +70

2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT9045T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 9 X 9 X 4.5 mm ]

SMT9045T-30A3-18

Unit: mm / Tolerance ±0.3mm

2 ~ 4

3

Max. 80

18 ± 3

3000

Min. 85 / 10cm

-20 ~ +70

0.6

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

9 ± 0.3
+ Lead

- Lead

10.4 ± 0.3
7 ± 0.3

4.5 ± 0.3

1.5

0.15

9 
± 

0.
3

1.7

7 
± 

0.
3

1.
0

Lead -

Lead +

So
un

d 
Po

rt

10 ± 0.5

11
 ±

 0
.2

4.
6

0.8

3.2 ± 0.2
0.15

6 ± 0.2
1.5

1.
2

10
 ±

 0
.5

Ø8 ± 0.2

5.6 ± 0.212 ± 0.2
0.4

1.8 ± 0.2

1

2.
4

0.
5 

± 
0.

1 

6.5 ± 0.3 3 - Ø1.5

Ø2

12.8 ± 0.3

12
.8

 ±
 0

.3

9.8 ± 0.3

7.
5 

± 
0.

3

2 ± 0.3

Epoxy

3

Lead +

Lead -3.5
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Magnetic Transducer

SMT1310T

PPS

Color

Grey

Terminal

SMT

Dimensions    [ size : 12.8 X 12.8 X 10 mm ]

SMT1310T-24A5-47

Unit: mm / Tolerance ±0.3mm

4 ~ 8

5

Max. 40

47 ± 5

2400

Min. 85 / 10cm

-40 ~ +85

2.5

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT1370T

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : 12.8 X 12.8 X 7 mm ]

SMT1370T-24A5-47

Unit: mm / Tolerance ±0.3mm

3 ~ 7

5

Max. 90

47 ± 5

2400

Min. 85 / 10cm

-40 ~ +85

2

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT141130S

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 14 X 11 X 3 mm ]

SMT141130S-27A5-40

Unit: mm / Tolerance ±0.3mm

3 ~ 7

5

Max. 80

40 ± 5

2700

Min. 85 / 10cm

-20 ~ +70

1

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

Magnetic Transducer

SMT141130

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 14 X 11 X 3 mm ]

SMT141130-27A3-18

Unit: mm / Tolerance ±0.3mm

2 ~ 4 4 ~ 6

3

Max. 100

18 ± 3

2700

Min. 85 / 10cm

-20 ~ +70

1

SMT141130-27A5-40

5

Max. 90

40 ± 3

2700

Min. 90 / 10cm

-20 ~ +70

1

Series 

Housing

Operating Voltage

Rated Voltage

※Rated Current

Resistance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Weight

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

[Vo-p]

[Vo-p]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

11

8.
5

1.8 10.8

Lead +

10
.7

1.2

1

Sound Port

14

3
0.5

7

7.
2

2 - Ø0.6

Lead -

11

8.
5

1.8 10.8

Lead +

10
.7

1.2

1

Sound Port

14

3

0.5

7

7.
2

2 - Ø0.6

Lead -

7 ± 0.3 13.8 ± 0.3

2 
± 

0.
2

Lead +Lead -

12.8 ± 0.3

12
.8

 ±
 0

.3

Ø2.2

7.5

0.3
0.

5 
± 

0.
1 

10 ± 0.3 3 - Ø1.512.8 ± 0.3

12
.8

 ±
 0

.3

9.8 ± 0.3 3.5

7.
5 

± 
0.

3

2 ± 0.2

Epoxy

3

Lead +

Lead -

Kapton
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05External Drive Piezo Transducer

Size
(mm)

Height
(mm)

Rated Voltage
(Vp-p)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Capacitance
(pF)

Page
No.

PT1306-40A8-P5 �12.6 7 4000 8000 395 78 / 10cm

PT1255-40A12-P6.5 �12 5.5 4000 12000 3912 80 / 10cm

PT1207F-40A9-P5 �12.5 7 4000 9000 396 85 / 10cm

PT1404F-40A14-P7.6 �14 4.5 4000 12000 395 80 / 10cm

PT1407-40E10-P7.6 �13.8 6.8 4000 10000 405 80 / 10cm

PT1745F-40A15-P10 �17 5 4000 15000 4012 85 / 10cm

PT1707-40E15-P10 �16.8 8.2 4000 15000 4012 85 / 10cm

PT2207F-40A13-P10 �22 8.2 4000 13000 4012 88 / 10cm

PT2212F-40A18-P10 �22 12.5 4000 18000 4112 90 / 10cm

PT2310-38A28-P15 �22.6 10.5 3800 28000 4112 85 / 10cm

PT2316-27E25-P15 �23 16 2700 25000 4112 90 / 10cm

PT2475-40A17-P10 �24 7.5 4000 17000 419 85 / 10cm

PT2416-30E28-P15 �24 16 3000 28000 425 90 / 10cm

PT3007-36A25-P15 �30 7.5 3600 25000 4212 85 / 10cm

PT3010-36A25-P20 �30 9.5 3600 25000 4212 85 / 10cm

PT3015-33A30-P15 �30 14.8 3300 30000 425 85 / 10cm

PT3509-10A55-P25 �34 8.6 1000 55000 4314 80 / 10cm

PT4414-23A90-P25 �44 14 2300 90000 435 85 / 10cm

PT1025-40A6-W �10 2.6 4000 6000 435 80 / 10cm

PT1325-70A11-W �13.2 2.6 7000 11000 439 80 / 10cm

PT1425-52A10-W �14 2.5 5200 10000 449 85 / 10cm

PT1733-45A15-W �16.8 3.3 4500 15000 449 80 / 10cm

PT2245-50A15-W �22 4.5 5000 15000 445 85 / 10cm

PT3005-36A25-W �30 5 3600 25000 4412 80 / 10cm

PT2305E-40A15-W �23 5 4000 15000 4512 80 / 10cm

PT2455E-40A15-W �24 5.5 4000 15000 4512 80 / 10cm

PT3055E-40A25-W �30 5.5 4000 25000 4510 85 / 10cm

PT3509E-10A50-W �34.5 9 1000 50000 4512 80 / 10cm

PT4216E-28A25-W �42 16 2800 25000 4612 85 / 10cm

PT4414E-25A80-W �44 14.5 2500 80000 465 85 / 10cm

SPT9020T-40A12 9x9 1.8 4000 12000 463 65 / 10cm

SPT1030-52A12 10x10 3 5200 12000 465 70 / 10cm

SPT1030R-52A11 �10 3.1 5200 11000 475 75 / 10cm

SPT119017T-41A12 11x9 1.7 4100 12000 475 70 / 10cm

SPT1225T-41A16 12x12 2.5 4100 16000 479 75 / 10cm

SPT1230A-40A16 12x12 3 4000 16000 473 75 / 10cm

SPT1325-41A16 13x13 2.5 4100 16000 485 80 / 10cm

SPT1325T-40A15 13x13 2.5 4000 15000 485 80 / 10cm

SPT1440-40A12 14x14 4.1 4000 12000 485 80 / 10cm
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05 External Drive Piezo Transducer

Size
(mm)

Height
(mm)

Rated Voltage
(Vp-p)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Capacitance
(pF)

Page
No.

SPT1440T-40A12 14x14 4.3 4000 12000 485 80 / 10cm

SPT1470T-40A16 14x14 7 4000 16000 495 85 / 10cm

SPT1580T-36A15 14.8x14.8 7.4 3650 15000 497 85 / 10cm

SPT1625-40A16 16x16 2.5 4000 16000 495 75 / 10cm

SPT1750R-40A15 �17 5 4000 15000 4912 90 / 10cm

SPT1780T-50A15 17x17 7.8 5000 15000 5010 90 / 10cm

SPT1808T-20A20 18x18 8 2000 20000 5012 90 / 10cm

SPT1812T30A20 18x18 12 3000 20000 5010 86 / 10cm

SPT2270R-40A19 �22 7 4000 19000 5012 90 / 10cm

SPT2311R-40A19 �23 10.8 4000 19000 5112 95 / 10cm

XPT3017-32A17-W �30 16.5 3200 17000 519 90 / 30cm

XPT272207-20A32-T 26.5x22 7 2000 32000 515 80 / 10cm

XPT2211-25A28-T �21.5 11 2500 28000 515 80 / 10cm

XPT2104-41A25-W �21.5 4 4100 25000 523 92 / 10cm

XPT50R-12A65-W �50 2.2 1200 65000 5212 70 / 10cm

XPT27AL-X236 �27.5 2.5 4200 33000 525 80 / 10cm

XPT48HPVC-32A140-W �47.7 9.2 3200 140000 5212 105 / 10cm

XPT5426-28A30-W �54 26 2800 30000 5312 102 / 100cm

XPT4514E-30A140-T �45 13.7 3000 140000 5312 100 / 30cm

XPT5215A-30A120-T �51.5 15.4 1000 120000 5318 105 / 10cm

XPT5018E-X366 �50 18 3000 68000 5312 100 / 100cm
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External Drive Piezo Transducer

PT1306

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �12.6 X 7 mm ]

PT1306-40A8-P5

Unit: mm / Tolerance ±0.3mm

1 ~ 30

5

Max. 10

8000

4000

Min. 78 / 10cm

-20 ~ +70

0.5

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1255

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 5.5 mm ]

PT1255-40A12-P6.5

Unit: mm / Tolerance ±0.3mm

1 ~ 30

12

Max. 5

12000

4000

Min. 80 / 10cm

-20 ~ +70

0.5

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1207F Series 

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �12.5 X 7 mm ]

PT1207F-40A9-P5

Unit: mm / Tolerance ±0.3mm

1 ~ 25

6

Max. 8

9000

4000

Min. 85 / 10cm

-20 ~ +70

0.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1404F Series 

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �14 X 4.5 mm ]

PT1404F-40A14-P7.6

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 3

12000

4000

Min. 80 / 10cm

-20 ~ +60

0.7

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø12.6 ± 0.5

6.0 ± 0.5

7.0 ± 0.5

5 
± 

0.
5

Ø
0.

6 
± 

0.
1

Ø2.0
 ± 

0.3

Ø12 ± 0.3 5.5 ± 0.3 4.3 ± 0.5

6.
5 

± 
0.

5
Ø

0.
6 

± 
0.

05

Ø14 ± 0.5 4.5 ± 0.5

0.5

3.5 ± 0.5

7.
6 

± 
0.

5
0.

8 
± 

0.
1

Ø12.5 ± 0.5 7.0 ± 0.5 3.5 ± 0.5

5 
± 

0.
5

Ø
0.

8 
± 

0.
1
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External Drive Piezo Transducer

PT1407

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �13.8 X 6.8 mm ]

PT1407-40E10-P7.6

Unit: mm / Tolerance ±0.3mm

1 ~ 30

5

Max. 2

10000

4000

Min. 80 / 10cm

-30 ~ +70

1

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1745F

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �17 X 5 mm ]

PT1745F-40A15-P10

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 5

15000

4000

Min. 85 / 10cm

-20 ~ +60

1.2

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1707 Series 

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �16.8 X 8.2 mm ]

PT1707-40E15-P10

Unit: mm / Tolerance ±0.3mm

1 ~ 30

12

Max. 2

15000

4000

Min. 85 / 10cm

-20 ~ +60

1.3

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT2207F Series 

Noryl

Color

Black

Terminal

Pin

Dimensions    [ size : �22 X 8.2 mm ]

PT2207F-40A13-P10

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 3

13000

4000

Min. 88 / 10cm

-20 ~ +80

2.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø13.8 ± 0.3

Epoxy
Washing Label

6.8 ± 0.3 4.5 ± 0.5

7.
5 

± 
0.

5
Ø

0.
7 

± 
0.

05

Ø17 ± 0.5 5 ± 0.3

0.5

3.5 ± 0.5

10
 ±

 0
.5

0.
8 

± 
0.

1

Ø16.8 ± 0.3 8.2 ± 0.3 3.8 ± 0.5

Epoxy

10
 ±

 0
.5

1.0

Ø
0.

8 
± 

0.
2

Ø22 ± 0.5 8.2 ± 0.5 6.5 ± 0.5

1.0 10

10
 ±

 0
.50.

8

Ø1.5
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External Drive Piezo Transducer

PT2212F

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �22 X 12.5 mm ]

PT2212F-40A18-P10

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 5

18000

4000

Min. 90 / 10cm

-20 ~ +70

3

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT2310

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �22.6 X 10.5 mm ]

PT2310-38A28-P15

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 5

28000

3800

Min. 85 / 10cm

-20 ~ +70

3.1

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT2316 Series 

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �23 X 16 mm ]

PT2316-27E25-P15

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 10

25000

2700

Min. 90 / 10cm

-20 ~ +70

3.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT2475 Series 

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �24 X 7.5 mm ]

PT2475-40A17-P10

Unit: mm / Tolerance ±0.5mm

1 ~ 30

9

Max. 3

17000

4000

Min. 85 / 10cm

-20 ~ +70

3

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø22 ± 0.5

Ø8.5

12.5 ± 0.5

2

3.5 ± 0.5

10
 ±

 0
.50.

8

Ø22.6 ± 0.5 10.5 ± 0.5

15
 ±

 0
.5

Ø
0.

8 
± 

0.
1

8 ± 0.5

Ø23 ± 0.5 16 ± 0.5

15
 ±

 0
.5

Ø
0.

8 
± 

0.
1

4 ± 0.5 Epoxy Ø24 ± 0.2 7.5 6 ± 0.5

10
 ±

 0
.2

Ø
0.

8 
± 

0.
05
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External Drive Piezo Transducer

PT2416

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �24 X 16 mm ]

PT2416-30E28-P15

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 3

28000

3000

Min. 90 / 10cm

-20 ~ +70

5.2

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT3007

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �30 X 7.5 mm ]

PT3007-36A25-P15

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 5

25000

3600

Min. 85 / 10cm

-20 ~ +60

4.3

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT3010 Series 

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �30 X 9.5 mm ]
Unit: mm / Tolerance ±0.5mm

PT3010-36A25-P20
1 ~ 30

12

Max. 5

25000

3600

Min. 85 / 10cm

-20 ~ +60

5.2

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT3015 Series 

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �30 X 14.8 mm ]

PT3015-33A30-P15

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 5

30000

3300

Min. 85 / 10cm

-20 ~ +60

5.3

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø24 ± 0.5 16 ± 0.5

15
 ±

 0
.5

Ø
0.

8 
± 

0.
1

3.5 ± 0.5 Epoxy Ø30 ± 0.5 7.5

0.5

5.5 ± 0.5

15
 ±

 0
.5

Ø
0.

8 
± 

0.
1

Ø30 ± 0.5 9.5 ± 0.5 5.5 ± 0.5

20
 ±

 0
.5

Ø
0.

8 
± 

0.
1

+
-

Ø30 ± 0.5

Ø6.6 ± 0.3

14.8 ± 0.5 6.1 ± 0.5

15
 ±

 0
.5

Ø
0.

8 
± 

0.
1
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External Drive Piezo Transducer

PT3509

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �34 X 8.6 mm ]

PT3509-10A55-P25

Unit: mm / Tolerance ±0.5mm

1 ~ 30

14

Max. 5

55000

1000

Min. 80 / 10cm

-20 ~ +60

4.8

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT4414

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �44 X 14 mm ]

PT4414-23A90-P25

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 2

90000

2300

Min. 85 / 10cm

-20 ~ +70

9.4

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1025 Series 

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �10 X 2.6  mm ]

PT1025-40A6-W

Unit: mm / Tolerance ±0.3mm

1 ~ 20

5

Max. 5

6000

4000

Min. 80 / 10cm

-20 ~ +60

0.3

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1325 Series 

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �13.2 X 2.6 mm ]

PT1325-70A11-W

Unit: mm / Tolerance ±0.3mm

1 ~ 30

9

Max. 5

11000

7000

Min. 80 / 10cm

-20 ~ +60

0.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø34 ± 0.5 8.6 ± 0.3 5.5 ± 0.5

25
 ±

 0
.5

Ø
0.

7 
± 

0.
1

Ø44 ± 0.5

Ø10.5

14 ± 0.5 8 ± 0.5

25
 ±

 0
.5

Ø
0.

8 
± 

0.
1

Ø10 ± 0.5

30
 ±

 5

2 
± 

0.
5

2.6 ± 0.3 Ø13.2 ± 0.5

30
 ±

 2

2.
5 

± 
0.

5

2.6 ± 0.3
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External Drive Piezo Transducer

PT1425

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �14 X 2.5 mm ]

PT1425-52A10-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

9

Max. 5

10000

5200

Min. 85 / 10cm

-20 ~ +60

0.5

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT1733

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �16.8 X 3.3 mm ]

PT1733-45A15-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

9

Max. 5

15000

4500

Min. 80 / 10cm

-20 ~ +60

0.85

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT2245 Series 

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �22 X 4.5 mm ]

PT2245-50A15-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 4

15000

5000

Min. 85 / 10cm

-20 ~ +60

1.9

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT3005 Series 

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �30 X 5 mm ]

PT3005-36A25-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 3

25000

3600

Min. 80 / 10cm

-20 ~ +60

4.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø14 ± 0.5

38
 ±

 5

1.
5 

± 
0.

5

2.5
0.3

D
ou

bl
e 

Si
de

d 
Ta

pe

Ø16.8 ± 0.5

50
 ±

 5

2 
± 

1

3.3 ± 0.3

Ø22 ± 0.5

45
 ±

 5

2.
5 

± 
0.

5

4.5 ± 0.3 Ø30 ± 0.5

11
0 

± 
5

5 
± 

1

5 ± 0.3
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External Drive Piezo Transducer

PT2305E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �23 X 5 mm ]

PT2305E-40A15-W

Unit: mm / Tolerance ±0.5mm

1~ 30

12

Max. 5

15000

4000

Min. 80 / 10cm

-20 ~ +60

2.5

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT2455E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �24 X 5.5 mm ]

PT2455E-40A15-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 3

15000

4000

Min. 80 / 10cm

-20 ~ +60

2.3

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT3055E Series 

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �30 X 5.5 mm ]

PT3055E-40A25-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

10

Max. 3

25000

4000

Min. 85 / 10cm

-20 ~ +60

3.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT3509E Series 

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �34.5 X 9 mm ]

PT3509E-10A50-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 9

50000

1000

Min. 80 / 10cm

-20 ~ +60

6

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø
23

 ±
 0

.5

Ø2.2

34 ± 0.5
28 ± 0.5

5 ± 0.5
1.5

40
 ±

 5

2.
2

3.3

4 
± 

1

Ø
24

 ±
 0

.5
 

35 ± 0.5
29 ± 0.5

5.5 ± 0.5
1.5

55
 ±

 1
0

5 
± 

2

5.5

2.52

Ø
30

 ±
 0

.2

Ø2

Ø5.8

Ø3

Black

Red35
 ±

 0
.2

110 ± 5

5 ± 2

41
 ±

 0
.2

Ø
34

.5
 ±

 0
.3

 

45 ± 0.3
40 ± 0.3

9
3

20
5 

± 
10

3 
± 

1
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External Drive Piezo Transducer

PT4216E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �42 X 16 mm ]

PT4216E-28A25-W 

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 4

25000

2800

Min. 85 / 10cm

-20 ~ +60

11

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

PT4414E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �44 X 14.5 mm ]

PT4414E-25A80-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 2

80000

2500

Min. 85 / 10cm

-20 ~ +70

11

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT9020T Series 

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 9 X 9 X 1.8 mm ]

SPT9020T-40A12

Unit: mm / Tolerance ±0.3mm

1 ~ 25

3

Max. 5

12000

4000

Min. 65 / 10cm

-40 ~ +85

0.3

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1030 Series 

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 10 X 10 X 3 mm ]

SPT1030-52A12

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 3

12000

5200

Min. 70 / 10cm

-20 ~ +70

0.3

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø
42

 ±
 0

.3
 

Ø3.5

60 ± 0.5
50 ± 0.5

16
5

21
0 

± 
5

3 
± 

1

14.5

180 ± 5

3 ± 1

Ø44 ± 0.5

Red

Black

Ø3.5

Ø11

R4.5

52
 ±

 0
.5

60
.8

 ±
 0

.5

4.2

9 ± 0.3 1.8

3.
2

0.61.5

1.
5

71

9 
± 

0.
3

3 ± 0.3

So
un

d 
Po

rt

10 ± 0.3

10
 ±

 0
.3

2

2
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External Drive Piezo Transducer

SPT1030R

PPA

Color

Black

Terminal

SMT

Dimensions    [ size : �10 X 3.1 mm ]

SPT1030R-52A11

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 5

11000

5200

Min. 75 / 10cm

-20 ~ +70

0.3

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT119017T

PPA

Color

Black

Terminal

SMT

Dimensions    [ size : 11 X 9 X 1.7 mm ]

SPT119017T-41A12

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 3

12000

4100

Min. 70 / 10cm

-20 ~ +60

0.2

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1225T Series 

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 12 X 12 X 2.5 mm ]

SPT1225T-41A16

Unit: mm / Tolerance ±0.3mm

1 ~ 25

9

Max. 10

16000

4100

Min. 75 / 10cm

-40 ~ +85

0.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1230A Series 

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 12 X 12 X 3 mm ]

SPT1230A-40A16

Unit: mm / Tolerance ±0.3mm

1 ~ 25

3

Max. 5

16000

4000

Min. 75 / 10cm

-20 ~ +70

0.4

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø10 ± 0.3

Sound Port

11
 ±

 0
.3

4

3.1 ± 0.3

1.6
11

 ±
 0

.3
9 ± 0.3

4 
So

un
d 

Po
rt

1.7 ± 0.3 2

2

0.2

2.5 ± 0.3 16.8

2

12 ± 0.3

4 
So

un
d 

Po
rt

12
 ±

 0
.3

0.15

3 ± 0.312 ± 0.3

12
 ±

 0
.3

106.
5

0.7

So
un

d 
H

ol
e

4
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External Drive Piezo Transducer

SPT1325

PPA

Color

Black

Terminal

SMT

Dimensions    [ size : 13 X 13 X 2.5 mm ]

SPT1325-41A16

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 8

16000

4100

Min. 80 / 10cm

-40 ~ +85

0.5

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1325T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 13 X 13 X 2.5 mm ]

SPT1325T-40A15

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 3

15000

4000

Min. 80 / 10cm

-30 ~ +85

0.5

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1440 Series 

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 14 X 14 X 4.1 mm ]

SPT1440-40A12

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 3

12000

4000

Min. 80 / 10cm

-30 ~ +85

0.9

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1440T Series 

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 14 X 14 X 4.3 mm ]

SPT1440T-40A12

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 2

12000

4000

Min. 80 / 10cm

-30 ~ +70

1

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

2.5 ± 0.3 16.8 ± 0.3
5.3

1.
9

13 ± 0.3

Sound Hole

13
 ±

 0
.3

0.3
2.5 ± 0.3 2

2.
2

13 ± 0.2

4 Sound Port

13
 ±

 0
.2

0.2

Sound Port

14
 ±

 0
.2

15
.4

 ±
 0

.3

2.9

3.
9

14 ± 0.2 4.1 ± 0.2

So
un

d 
Po

rt

14
 ±

 0
.2

2

3.
5

14 ± 0.2 4.3 ± 0.2

3

4.1

+
-
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External Drive Piezo Transducer

SPT1470T

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 14 X 14 X 7 mm ]

SPT1470T-40A16

Unit: mm / Tolerance ±0.3mm

1 ~ 30

5

Max. 5

16000

4000

Min. 85 / 10cm

-30 ~ +70

1.2

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1580T

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : 14.8 X 14.8 X 7.4 mm ]

SPT1580T-36A15

Unit: mm / Tolerance ±0.3mm

3 ~ 20

7

Max. 3

15000

3650

Min. 85 / 10cm

-20 ~ +85

2

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1625 Series 

LCP

Color

White

Terminal

SMT

Dimensions    [ size : 16 X 16 X 2.5 mm ]

SPT1625-40A16

Unit: mm / Tolerance ±0.3mm

1 ~ 25

5

Max. 2

16000

4000

Min. 75 / 10cm

-30 ~ +70

1

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1750R Series 

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : �17 X 5 mm ]

SPT1750R-40A15

Unit: mm / Tolerance ±0.3mm

1 ~ 30

12

Max. 5

15000

4000

Min. 90 / 10cm

-40 ~ +105

1.3

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

So
un

d 
Po

rt

14
 ±

 0
.3

2

3.
5

14 ± 0.3 7 ± 0.3

14
.6

 ±
 0

.3

3.2

+
-

0.
5 

± 
0.

1 

7.4 ± 0.3 3 - Ø1.514.8 ± 0.3

14
.8

 ±
 0

.3

2 ± 0.3

3.
5

Lead +

Lead -3.5

16 ± 0.2

4 - Ø111

11

2.5 ± 0.2

0.2 2

2

16
 ±

 0
.2

5 ± 0.2

Ø
17

 ±
 0

.2

2.8

2

3.5

0.2

Sound PortR10 90°

3

2
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External Drive Piezo Transducer

SPT1780T

PPS

Color

Grey

Terminal

SMT

Dimensions    [ size : 17 X 17 X 7.8 mm ]

SPT1780T-50A15

Unit: mm / Tolerance ±0.3mm

1 ~ 20

10

Max. 10

15000

5000

Min. 90 / 10cm

-30 ~ +70

2.1

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1808T

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : 18 X 18 X 8 mm ]

SPT1808T-20A20

Unit: mm / Tolerance ±0.5mm

1 ~ 18

12

Max. 5

20000

2000

Min. 90 / 10cm

-40 ~ +105

2

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT1812T Series 

LCP

Color

White

Terminal

SMT

Dimensions    [ size : 18 X 18 X 12 mm ]

SPT1812T-30A20

Unit: mm / Tolerance ±0.3mm

1 ~ 30

10

Max. 7

20000

3000

Min. 86 / 10cm

-30 ~ +70

4

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

SPT2270R Series 

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : �22 X 7 mm ]

SPT2270R-40A19

Unit: mm / Tolerance ±0.3mm

1 ~ 25

12

Max. 5

19000

4000

Min. 90 / 10cm

-40 ~ +85

2.9

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

17
 ±

 0
.2

17
.8

 ±
 0

.2

3

4

11
.3

 ±
 0

.2

17 ± 0.2 7.5 ± 0.2

7.8
2

So
un

d 
Po

rt
M

as
ki

ng
 L

ab
el

18
 ±

 0
.3

18 ± 0.3

HST
SPT1808T

20 06

8 ± 0.3 16 ± 0.3

Le
ad

 +

Le
ad

 -

0.73.2

4.
5

2.
1

6.
4

1.0

Date Code
20 06 

Year Month

18
 ±

 0
.2

18
.6

 ±
 0

.2

3

4 - Ø1.5

3

18 ± 0.2 12 ± 0.2

0.3

So
un

d 
Po

rt
M

as
ki

ng
 L

ab
el

7 ± 0.3 22.7 ± 0.3

Ø
22

 ±
 0

.3

3.3

2

4
0.3

Sound PortR12.9
90°

2.4
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External Drive Piezo Transducer

SPT2311R

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : �23 X 10.8 mm ]

SPT2311R-40A19

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 5

19000

4000

Min. 95 / 10cm

-40 ~ +85

3.1

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT3017

ABS

Color

White

Terminal

Wire

Dimensions    [ size : �30 X 16.5 mm ]

XPT3017-32A17-W

Unit: mm / Tolerance ±0.5mm

6 ~ 18

9

Max. 5

17000

3200

Min. 90 / 30cm

-20 ~ +60

8

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT272207 Series 

ABS

Color

Black

Terminal

Plate

Dimensions    [ size : 26.5 X 22 X 7 mm ]

XPT272207-20A32-T

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 3

32000

2000

Min. 80 / 10cm

-20 ~ +70

2.2

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT2211 Series 

ABS

Color

Black

Terminal

Plate

Dimensions    [ size : �21.5 X 11 mm ]

XPT2211-25A28-T

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 3

28000

2500

Min. 80 / 10cm

-20 ~ +60

0.6

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

10.8 23.8 ± 0.3

Ø
23

 ±
 0

.3

3.4

2

4
3

Sound PortR13.5
90°

2.2

Ø30 ± 0.5
Ø25 ± 0.5

16.5 ± 0.5
10

10
0 

± 
10

5 
± 

1

22 ± 0.5

26
.5

 ±
 0

.3
4.

6

7.
5

12.5 ± 0.5 3.2 ± 0.2
0.63 ± 0.2

7 ± 0.2 Brass

26
.5

 ±
 0

.5

11 ± 0.3 7Ø21.5 ± 0.3 Ø20

22
.5

 ±
 0

.5

8

2.
2



Transducer (External Drive)External Drive Piezo Transducer52

External Drive Piezo Transducer

XPT2104

PPO

Color

Black

Terminal

Wire

Dimensions    [ size : �21.5 X 4 mm ]

XPT2104-41A25-W

Unit: mm / Tolerance ±0.5mm

1 ~ 25

3

Max. 3

25000

4100

Min. 92 / 10cm

-20 ~ +70

1.3

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT50R

N/A

Color

N/A

Terminal

Wire

Dimensions    [ size : �50 X 2.2 mm ]

XPT50R-12A65-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 5

65000

1200

Min. 70 / 10cm

-20 ~ +60

3.2

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT27AL Series 

Aluminum

Color

Silver

Terminal

Connector

Dimensions    [ size : �27.5 X 2.5 mm ]

XPT27AL-X236

Unit: mm / Tolerance ±0.5mm

1 ~ 30

5

Max. 5

33000

4200

Min. 80 / 10cm

-20 ~ +70

2.1

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT48HPVC Series 

N/A

Color

N/A

Terminal

Wire

Dimensions    [ size : �47.7 X 9.2 mm ]

XPT48HPVC-32A140-W

Unit: mm / Tolerance ±0.5mm

1 ~ 30

12

Max. 10

140000

3200

Min. 105 / 10cm

-20 ~ +60

4.2

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

4 ± 0.5Ø21.5 ± 0.5

25
 ±

 3

Bl
ac

k

R
ed

2 
± 

1

Ø50 ± 0.5
Ø25 ± 0.5

Glue A660

Bl
ac

k

R
ed

2.2

48
 ±

 0
.5

Ø
41

.2
 ±

 0
.5

10
0 

± 
10

5 
± 

2

Ø
47

.7
 ±

 0
.5

PEI Cone

Ø31.8 ± 0.2

50
Solder Mask 

Coating
+5
-0

8.5 ± 0.5
0.68 ± 0.05

0.2 ± 0.05

Ø30.5 ± 1Ø27.5 ± 0.5 Ø20 +0.5
-1.02.5 ± 0.3

Ø
5

55
 ±

 5

1 2

Ye
llo

w

Ye
llo

w
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External Drive Piezo Transducer

XPT5426

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �54 X 26 mm ]

XPT5426-28A30-W

Unit: mm / Tolerance ±0.5mm

1 ~ 100

12

Max. 10

30000

2800

Min. 102 / 100cm

-20 ~ +60

27

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT4514E

Nylon (PA 46)

Color

Black

Terminal

Plate

Dimensions    [ size : �45 X 13.7 mm ]

XPT4514E-30A140-T

Unit: mm / Tolerance ±0.5mm

3 ~ 60

12

Max. 25

140000

3000

Min. 100 / 30cm

-40 ~ +105

13

Series 

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT5215A Series 

Nylon (PA 6)

Color

Black

Terminal

Plate

Dimensions    [ size : �51.5 X 15.4 mm ]

XPT5215A-30A120-T

Unit: mm / Tolerance ±0.5mm

3 ~ 60

18

Max. 25

120000

1000

Min. 105 / 10cm

-40 ~ +105

14

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

External Drive Piezo Transducer

XPT5018E Series 

ABS

Color

Black

Terminal

Connector

Dimensions    [ size : �50 X 18 mm ]

XPT5018E-X366

Unit: mm / Tolerance ±0.5mm

5 ~ 15

12

Max. 50

68000

3000

Min. 100 / 100cm

-20 ~ +80

21.5

Housing

※ value applying rated voltage [ resonant frequency, square wave [duty 50%] ]

Operating Voltage

Rated Voltage

※Rated Current

Capacitance

Resonant Frequency

※Sound Pressure Level

Operating Temperature

Weight

[Vp-p]

[Vp-p]

[mA]

[pF]

[Hz]

[dBA]

[°C]

[g]

Ø54 ± 0.5

Ø
50

 ±
 0

.5

3 ± 0.2

26 ± 0.5

5 ± 0.2
18.5

70 ± 5

3 ± 1

Ø
52

 ±
 0

.5

2.
1

10.2

7.6
5663

.6

Ø4

23.3

30°120°

30
°

22

46

5

Ø
45

18.8

13.7
4

2.
8

120°

130°

54.6 ± 0.522.85

23.2

15.4
4.3

2.5

1.
6

1.5

Ø
51

.5
 ±

 0
.5

26

59 ± 0.5

Ø
50

 ±
 0

.5

Ø6
Ø3.5

Ø30

20
0 

± 
10

12

68 ± 0.5 18 ± 0.5
2.5
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06 Self Drive Piezo Transducer

Size
(mm)

Height
(mm)

Rated Voltage
(Vdc)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Page
No.

�30.3 19 3100 559 85 / 30cm

�29.5 10 2700 5512 82 / 10cm

�22.5 9.2 3500 5512 85 / 10cm

�24.7 7 6300 5512 90 / 10cm

XPTF3019E-31W

XPTF3010-27T

XPTF2309-35P

XPTF2507-63P
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Self Drive Piezo Transducer

XPTF3019E

PC

Color

Black

Terminal

Wire

Dimensions    [ size : �30.3 X 19 mm ]
Unit: mm / Tolerance ±0.5mm

Series 

Housing

XPTF3019E-31W
3 ~ 20

9

Max. 15

3100

Min. 85 / 30cm

-20 ~ +60

7

Operating Voltage

Rated Voltage

Rated Current

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[Vdc]

[Vdc]

[mA]

[Hz]

[dBA]

[°C]

[g]

XPTF3010-27T
3 ~ 24

12

Max. 7

2700

Min. 82 / 10cm

-20 ~ +80

4

XPTF2309-35P
3 ~ 20

12

Max. 15

3500

Min. 85 / 10cm

-20 ~ +70

2

Operating Voltage

Rated Voltage

Rated Current

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[Vdc]

[Vdc]

[mA]

[Hz]

[dBA]

[°C]

[g]

XPTF2507-63P
3 ~ 24

12

Max. 18

6300

Min. 90 / 10cm

-20 ~ +80

3

Operating Voltage

Rated Voltage

Rated Current

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[Vdc]

[Vdc]

[mA]

[Hz]

[dBA]

[°C]

[g]

Self Drive Piezo Transducer

XPTF3010

Nylon

Color

Black

Terminal

Plate

Dimensions    [ size : �29.5 X 10 mm ]
Unit: mm / Tolerance ±0.5mm

Series 

Housing

Self Drive Piezo Transducer

XPTF2309 Series 

ABS

Color

Grey

Terminal

Pin

Dimensions    [ size : �22.5 X 9.2 mm ]
Unit: mm / Tolerance ±0.5mm

Housing

Self Drive Piezo Transducer

XPTF2507 Series 

Nylon

Color

Black

Terminal

Pin

Dimensions    [ size : �24.7 X 7 mm ]
Unit: mm / Tolerance ±0.5mm

Housing

Operating Voltage

Rated Voltage

Rated Current

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[Vdc]

[Vdc]

[mA]

[Hz]

[dBA]

[°C]

[g]

34.5 ± 0.3

40.3 ± 0.3

Ø
20

 ±
 0

.3

6.
1

2.8

Ø
30

.3
 ±

 0
.3

Ø10.7 ± 0.2

Ø2.05

70 ± 5
3 ± 1

10.5

19 ± 0.2

Ø
29

.5
 ±

 0
.5

8 3.5

10

F

M

G

7
10.9

10
.9

135°

135°

16
9.2

6.2

Ø22.5 ± 0.5
F

M

G

120° 0.
5

Ø24.7 ± 0.5 7 ± 0.5 5

4
8.

5
0.

7

M

F

G
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07 Mechanical Transducer

Size
(mm)

Height
(mm)

Rated Voltage
(Vac)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Resistance
(ohm)

Page
No.

22.8x23 17.8 50 ~ 604200 57110 80 / 10cm

22.8x23 17.8 50 ~ 606500 57220 80 / 10cm

22.8x23 17.8 50 ~ 604200 57110 80 / 10cm

22.8x23 17.8 50 ~ 60

50 ~ 60

50 ~ 60

6500 57220 80 / 10cm

MET2318-B110BT

MET2318-B220BT

MET2318-W110T

MET2318-W220T

28.5x21 15 40055 5712 80 / 10cm

28.5x21 15 6500 57220 80 / 10cm

MET2915-B12T

30x20.7 21 3600 57120 85 / 10cmMET2121-B120T

MET2915-B220T
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Mechanical Transducer

MET2318

PBT

Color

White / Black

Terminal

Plate

Dimensions    [ size : 22.8 X 23 X 17.8 mm ]

MET2318-B110BT

Unit: mm / Tolerance ±0.5mm

70 ~ 150

110

Max. 25

4200 ± 420

50 ~ 60

Min. 80 / 10cm

-30 ~ +70

19

MET2318-B220BT
160 ~ 260

220

Max. 30

6500 ± 650

50 ~ 60

Min. 80 / 10cm

-30 ~ +70

19

Series 

Housing

Operating Voltage

Rated Voltage

Rated Current

Resistance

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[VAC]

[VAC]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Operating Voltage

Rated Voltage

Rated Current

Resistance

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[VAC]

[VAC]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Mechanical Transducer

MET2318

PBT

Color

White / Black

Terminal

Plate

Dimensions    [ size : 22.8 X 23 X 17.8 mm ]

MET2318-W110T

Unit: mm / Tolerance ±0.5mm

MET2318-W220T

Series 

Housing

Mechanical Transducer

MET2915 Series 

PBT

Color

Black

Terminal

Plate

Dimensions    [ size : 28.5 X 21 X 15 mm ]

MET2915-B12T

Unit: mm / Tolerance ±0.5mm

11 ~ 14

12

Max. 40

55 ± 5

400

Min. 80 / 10cm

-20 ~ +60

10

MET2915-B220T
160 ~ 260

220

Max. 30

6500 ± 650

50 ~ 60

Min. 80 / 10cm

-20 ~ +60

10

Housing

Mechanical Transducer

MET2121 Series 

PBT

Color

Black

Terminal

Plate

Dimensions    [ size : 30 X 20.7 X 21 mm ]

MET2121-B120T

Unit: mm / Tolerance ±0.5mm

110 ~ 130

120

Max. 50

3600 ± 36

50 ~ 60

Min. 85 / 10cm

-10 ~ +45

18

Housing

Operating Voltage

Rated Voltage

Rated Current

Resistance

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[VAC]

[VAC]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

Operating Voltage

Rated Voltage

Rated Current

Resistance

Resonant Frequency

Sound Pressure Level

Operating Temperature

Weight

[VAC]

[VAC]

[mA]

[ohm]

[Hz]

[dBA]

[°C]

[g]

22.8 17.8

14.8

10
.5

23

11.5

35
.5

22.8 17.8

14.8
10

.5

23

11.5

35
.5

16.8

31

20
.1

2.6
36

Hunston Electronics
MET2121-B120T
120VAC / 50~60Hz / 4W
CONT. DUTY AT 45°C
MFG DATE: 20 10

20.7

46

1.
2

2.
6

12.7

7.
8

8.2
6.4

Ø2.1

Ø5.5

30
5.

90.
9

15

28
.5

614

21 15

70 ~ 150

110

Max. 25

4200 ± 420

50 ~ 60

Min. 80 / 10cm

-30 ~ +70

19

160 ~ 260

220

Max. 30

6500 ± 650

50 ~ 60

Min. 80 / 10cm

-30 ~ +70

19




