
Buzzer (Built In Circuit) Magnetic Buzzer 01

01Magnetic Buzzer

Size
(mm)

Height
(mm)

Rated Voltage
(Vdc)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Tone 
Nature

Page
No.

MB9042-27S3P �9 4.2 2700 Single 023 83 / 10cm

MB9042-27S5P �9 4.2 2700 Single 025 85 / 10cm

MB9055-27S3P �9 5.5 2700 Single 023 83 / 10cm

MB9055-27S5P �9 5.5 2700 Single 025 85 / 10cm

MB9650-27S5P �9.6 5 2700 Single 025 84 / 10cm

MB9650-27S12P �9.6 5 2700 Single 0212 85 / 10cm

MB9650D-27S3P �9.6 5 2700 Single 023 85 / 10cm

MB9650D-27S5P �9.6 5 2700 Single 025 85 / 10cm

MB1265-23S5P �12 6.5 2300 Single 035 80 / 10cm

MB1265-23S12P �12 6.5 2300 Single 0312 80 / 10cm

MB1275-23S3P �12 7.5 2300 Single 033 85 / 10cm

MB1275-23S5P �12 7.5 2300 Single 035 85 / 10cm

MB1275-27S5P �12 7.5 2700 Single 035 85 / 10cm

MB1275-27S12P �12 7.5 2700 Single 0312 85 / 10cm

MB1275-31S3P �12 7.5 3100 Single 033 85 / 10cm

MB1275-31S12P �12 7.5 3100 Single 0312 85 / 10cm

MB1295-23S1P �12 9.5 2300 Single 031.5 75 / 10cm

MB1295-23S5P �12 9.5 2300 Single 035 85 / 10cm

MB1295-23S3P6.5 �12 9.5 2300 Single 043 85 / 10cm

MB1295-23S12P6.5 �12 9.5 2300 Single 0412 85 / 10cm

MB1614-23S6P �16 14 2300 Single 046 85 / 10cm

MB1614-23S12P �16 14 2300 Single 0412 85 / 10cm

SMB8536-27S3 8.5x8.5 3.6 2700 Single 043 82 / 10cm

SMB9650T-27S3 9.6x9.6 5 2700 Single 043 83 / 10cm

SMB9650T-27S12 9.6x9.6 5 2700 Single 0412 90 / 10cm

SMB9650TA-27S5 9.6x9.6 5.5 2700 Single 055 85 / 10cm

SMB9650TA-27S12 9.6x9.6 5.5 2700 Single 0512 89 / 10cm

SMB9655-27S3 9.6x9.6 5.5 2700 Single 053 85 / 10cm

SMB9655-27S5 9.6x9.6 5.5 2700 Single 055 85 / 10cm

SMB1365T-24S3 12.8x12.8 7.1 2400 Single 053 83 / 10cm

SMB1365T-24S12 12.8x12.8 7.1 2400 Single 0512 88 / 10cm

SMB1310T-23S5 12.8x12.8 10 2300 Single 055 85 / 10cm

SMB1310T-24S12 12.8x12.8 10 2400 Single 0512 90 / 10cm



Buzzer (Built In Circuit)Magnetic Buzzer02

Magnetic Buzzer 
SeriesMB9042

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �9 X 4.2 mm ]

MB9042-27S3P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 5

3

Max. 30

Min. 83 / 10cm

2700

Single

-20 ~ +70

1

MB9042-27S5P
4 ~ 7

5

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing
Ø

9.
0 

± 
0.

2

4.2 ± 0.2Washing Label 5.5 ± 0.5

Epoxy

5 
± 

0.
2

2 
- Ø

0.
6 

± 
0.

1

4.0 ± 0.5

Magnetic Buzzer 
SeriesMB9055

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �9 X 5.5 mm ]

MB9055-27S3P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 5

3

Max. 30

Min. 83 / 10cm

2700

Single

-20 ~ +70

1

MB9055-27S5P
4 ~ 7

5

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
9.

0 
± 

0.
2

5.5 ± 0.2Washing Label 5.5 ± 0.5

Epoxy

5 
± 

0.
2

2 
- Ø

0.
6 

± 
0.

1

4.0 ± 0.5

Magnetic Buzzer 
SeriesMB9650

PBT

Color

Black

Terminal

Pin

Dimensions    [ size : �9.6 X 5 mm ]

MB9650-27S5P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 7

5

Max. 30

Min. 84 / 10cm

2700

Single

-20 ~ +70

1

MB9650-27S12P
8 ~ 15

12

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Magnetic Buzzer 
SeriesMB9650D

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �9.6 X 5 mm ]

MB9650D-27S3P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 5

3

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1

MB9650D-27S5P
4 ~ 7

5

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
9.

6 
± 

0.
2

5 ± 0.3 4 ± 0.5

Epoxy5.5 ± 0.5

5.
0 

± 
0.

2

2 
- Ø

0.
6 

± 
0.

1

Washing Label

Ø9.6 ± 0.2
Epoxy

5 ± 0.2 4 ± 0.5

5 
± 

0.
2

2 
- Ø

0.
6 

± 
0.

05

3.8 5.5 ± 0.5

10
.8

 ±
 0

.2

5 ± 0.2



Buzzer (Built In Circuit) Magnetic Buzzer 03

Magnetic Buzzer 
Series MB1265

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 6.5 mm ]

MB1265-23S5P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 7

5

Max. 30

Min. 80 / 10cm

2300

Single

-20 ~ +70

2

MB1265-23S12P
8 ~ 15

12

Max. 30

Min. 80 / 10cm

2300

Single

-20 ~ +70

2

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Magnetic Buzzer 
Series MB1295

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 9.5 mm ]

MB1295-23S1P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

1.4 ~ 2

1.5

Max. 25

Min. 75 / 10cm

2300

Single

-20 ~ +70

2

MB1295-23S5P
4 ~ 7

5

Max. 30

Min. 85 / 10cm

2300

Single

-20 ~ +70

2

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Magnetic Buzzer 
Series MB1275

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 7.5 mm ]

MB1275-23S3P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 5

3

Max. 30

Min. 85 / 10cm

2300

Single

-20 ~ +70

2

MB1275-23S5P
3 ~ 7

5

Max. 30

Min. 85 / 10cm

2300

Single

-20 ~ +70

2

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

MB1275-27S5P
4 ~ 7

5

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

2

MB1275-27S12P
8 ~ 15

12

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

2

MB1275-31S3P
2 ~ 5

3

Max. 30

Min. 85 / 10cm

3100

Single

-20 ~ +70

2

MB1275-31S12P
8 ~ 15

12

Max. 30

Min. 85 / 10cm

3100

Single

-20 ~ +70

2

Housing

Ø
12

 ±
 0

.2

2 
- Ø

0.
6 

± 
0.

05

7.
6 

± 
0.

2

4.5 ± 0.2
Washing Label

6.5 ± 0.2 6 ± 0.2

0.5

Epoxy

Ø
12

 ±
 0

.2

2 
- Ø

0.
6 

± 
0.

05

7.
6 

± 
0.

2

4 ± 0.2
0.5

9.5 ± 0.2 5.5 ± 0.2

Epoxy

Washing Label

Ø
12

 ±
 0

.2

2 
- Ø

0.
6 

± 
0.

05

7.
6 

± 
0.

2

4.5 ± 0.2
0.5

7.5 ± 0.2 6.5 ± 0.2

Epoxy

Washing Label



Buzzer (Built In Circuit)Magnetic Buzzer04

Magnetic Buzzer 
Series SMB8536

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 8.5 X 8.5 X 3.6 mm ]

SMB8536-27S3
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.3mm

Weight

2 ~ 5

3

Max. 40

Min. 82 / 10cm

2700

Single

-40 ~ +85

0.5

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Magnetic Buzzer 
Series MB1295

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �12 X 9.5 mm ]

MB1295-23S3P6.5
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 5

3

Max. 30

Min. 85 / 10cm

2300

Single

-20 ~ +70

2

MB1295-23S12P6.5
8 ~ 15

12

Max. 30

Min. 85 / 10cm

2300

Single

-20 ~ +70

2

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
12

 ±
 0

.2

2 
- Ø

0.
6 

± 
0.

05

6.
5 

± 
0.

2

4 ± 0.2
0.5

9.5 ± 0.2 5.5 ± 0.2

Epoxy

Washing Label

Magnetic Buzzer 
Series MB1614

Noryl

Color

Black

Terminal

Pin

Dimensions    [ size : �16 X 14 mm ]

MB1614-23S6P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 8

6

Max. 30

Min. 85 / 10cm

2300

Single

-20 ~ +70

7

MB1614-23S12P
8 ~ 15

12

Max. 30

Min. 85 / 10cm

2300

Single

-20 ~ +70

7

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
16

 ±
 0

.2
Ø

14
 ±

 0
.2

14 ± 0.2
10.6 ± 0.2

4.5

2 
- Ø

0.
6

6 ± 0.2

7.
6 

± 
0.

2

Washing Label Epoxy

8.5 ± 0.2 3.6 ± 0.3
Lead +

Lead -

0.15 ± 0.05 4 -
 1.

6 ±
 0.

05

8.
5 

± 
0.

2

Sound Port

Magnetic Buzzer 
Series SMB9650T

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : 9.6 X 9.6 X 5 mm ]

SMB9650T-27S3
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.3mm

Weight

2 ~ 5

3

Max. 30

Min. 83 / 10cm

2700

Single

-40 ~ +85

1.5

SMB9650T-27S12
8 ~ 16

12

Max. 30

Min. 90 / 10cm

2700

Single

-20 ~ +70

1.5

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

9.6 ± 0.3

1.
7

1.5 ± 0.1

0.
2 

± 
0.

05
 Epoxy

5 ± 0.5

0.25

20
 0

6

Lead -

Lead +

9.
6 

± 
0.

3

Kapton

Date Code
20 06 

Year Month



Buzzer (Built In Circuit) Magnetic Buzzer 05

Magnetic Buzzer 
Series SMB9650TA

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : 9.6 X 9.6 X 5.5 mm ]

SMB9650TA-27S5
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.3mm

Weight

4 ~ 7

5

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1.5

SMB9650TA-27S12
8 ~ 15

12

Max. 30

Min. 89 / 10cm

2700

Single

-20 ~ +70

1.5

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

9.6 ± 0.3

1.
7

1.5 ± 0.1

0.
2 

± 
0.

05
 Bottom Cover

5.5 ± 0.3

0.25Lead -

Lead +

9.
6 

± 
0.

3

20
 0

6

Date Code
20 06 

Year Month

Magnetic Buzzer 
Series SMB9655

PPS

Color

Black

Terminal

SMT

Dimensions    [ size : 9.6 X 9.6 X 5.5 mm ]

SMB9655-27S3
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.3mm

Weight

2 ~ 5

3

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1.5

SMB9655-27S5
4 ~ 7

5

Max. 30

Min. 85 / 10cm

2700

Single

-20 ~ +70

1.5

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Magnetic Buzzer 
Series SMB1365T

PPS

Color

Grey

Terminal

SMT

Dimensions    [ size : 12.8 X 12.8 X 7.1 mm ]

SMB1365T-24S3
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 5

3

Max. 30

Min. 83 / 10cm

2400

Single

-20 ~ +70

2

SMB1365T-24S12
8 ~ 15

12

Max. 30

Min. 88 / 10cm

2400

Single

-20 ~ +70

2

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Magnetic Buzzer 
Series SMB1310T

PPS

Color

Grey

Terminal

SMT

Dimensions    [ size : 12.8 X 12.8 X 10 mm ]

SMB1310T-23S5
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.3mm

Weight

3 ~ 7

5

Max. 30

Min. 85 / 10cm

2300

Single

-30 ~ +85

2

SMB1310T-24S12
9 ~ 15

12

Max. 30

Min. 90 / 10cm

2400

Single

-30 ~ +85

2

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

9.6 ± 0.3

1.
7

1.5 ± 0.1
0.

2 
± 

0.
05

 

Bottom Cover

5.5 ± 0.3

0.25

Sound Port

Lead -

Kapton

Lead +

9.
6 

± 
0.

3

0.
5 

± 
0.

1 

7.1 ± 0.3 3 - Ø1.512.8 ± 0.3

12
.8

 ±
 0

.3

9.8 ± 0.3

7.
5 

± 
0.

3

2 ± 0.3

Epoxy

3

Lead +

Lead -

Kapton

0.
5 

± 
0.

1 

10 ± 0.3 3 - Ø1.512.8 ± 0.3

12
.8

 ±
 0

.3

9.8 ± 0.3

7.
5 

± 
0.

3

2 ± 0.3

Epoxy

3

Lead +

Lead -

Kapton



Buzzer (Built In Circuit)Piezo Buzzer06

02 Piezo Buzzer

Size
(mm)

Height
(mm)

Rated Voltage
(Vdc)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Tone 
Nature

Page
No.

�13.8 7.5 4000 Single 089 80 / 10cm

�13.8 7.5 4000 Single 0812 85 / 10cm

�23.5 16 2800 Single 0812 90 / 10cm

�23.5 16 3300 Single 0812 90 / 10cm

�23 19 3300 Single 0812 88 / 30cm

�23 19 3300 Single 0824 95 / 30cm

�30 20 3500 Single 0812 90 / 30cm

�40 20 2800 Single 0912 90 / 100cm

�43 14 2800 Single 0912 100 / 30cm

�22 10.8 4500 Single 0912 90 / 10cm

�22.7 12.2 3300 Single 0912 85 / 30cm

�29.8 10 3500 Single 1012 85 / 30cm

�32 13.5 3500 Single 1012 90 / 30cm

�42 16 2800 Single 1012 90 / 30cm

�42 16 2800 Slow Pulse 1024 95 / 30cm

14x14 7 4000 Single 105 85 / 10cm

14x14 7 4000 Single 1012 90 / 10cm

17x17 7.5 4000 Single 1112 93 / 10cm

�28 25 3500 Single 1124 82 / 30cm

�28 25 3500 Slow Pulse 1112 82 / 30cm

�29.5 25 3700 Single 1112 90 / 30cm

�29.5 25 3700 Slow Pulse 1112 90 / 30cm

�43 33 2900 Single + Slow Pulse 1112 90 / 30cm

�43 33 2900 Single + Slow Pulse 1124 95 / 30cm

�43 33 2900 Single + Slow Pulse 1212 90 / 30cm

�43 33 2900 Single + Slow Pulse 1224 95 / 30cm

�43 33.5 2900 Single + Fast Pulse 1212 90 / 30cm

�43 33.5 2900 Single + Fast Pulse 1224 95 / 30cm

�45 26 2900 Single 1212 105 / 30cm

�50 29 2500 Single 1212 105 / 30cm

�53 31 2800 Single 136 93 / 30cm

36x45.3 30.5 2800 Single 139 75 / 60cm

47x39 23 1000 ~ 3000 Siren 1312 105 / 100cm

47x39 23 1000 ~ 3000 Siren 1324 110 / 100cm

�36.3 31.5 2900 Single 1312 85 / 30cm

�36.3 31.5 2900 Slow Pulse 1324 90 / 30cm

�26 16 3000 Single 1412 80 / 30cm

�25.6 16 2800 Single 1412 85 / 30cm

PB1475-40S9P

PB1475-40S12P

PB2316-28S12P

PB2316-33S12P

PB2319-33S12P

PB2319-33S24P

PB3020-35S12P

PB4020-28S12P

PB4314-28S12P

PB2211EA-45S12W

PB2312E-33S12W

PB3010E-35S12W

PB3214E-35S12W

PB4216E-28S12W

PB4216E-28SP24W

SPB1470-40S5

SPB1470-40S12

SPB1775-40S12

XPB2825-35S24W

XPB2825-35SP12W

XPB2925-37S12W

XPB2925-37SP12W

XPB4310-29SSP12E

XPB4310-29SSP24E

XPB4310-29SSP12TH

XPB4310-29SSP24TH

XPB4310A-29SFP12E

XPB4310A-29SFP24E

XPB4526-29S12W

XPB5029-25S12T

XPB5331-28S6W

XPB3630-28S9T

XPB4739A-10.30R12W

XPB4739A-10.30R24W

XPB3631-29S12T

XPB3631-29SP24T

XPB2616A-30S12W

XPB2616-28S12W



Size
(mm)

Height
(mm)

Rated Voltage
(Vdc)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Tone 
Nature

Page
No.

�41.4 26 3000 Single + Fast Pulse 1412 90 / 30cm

�41.4 26 3500 Single + Fast Pulse 1424 105 / 100cm

45x40 59 1500 ~ 3500 Siren 1412 95 / 100cm

45x40 59 1800 ~ 3500 Siren 1424 100 / 100cm

61.8x56.5 84.5 800 ~ 2000 Siren 1512 110 / 100cm

�54 59 2600 Slow Pulse 1512 105 / 100cm

83.5x53.5 32 2600 ~ 2800 Two Tone 1512 92 / 100cm

83.5x53.5 32 2600 ~ 2800 Two Tone 1524 92 / 100cm

105.5*105.5 32 2400 ~ 2600 Two Tone 1512 112 / 100cm

�85 41.5 2400 Single 1624 105 / 100cm

�85 41.5 800 ~ 2000 Siren 1612 105 / 100cm

�59 38 3000 Single 1612 97 / 100cm

�59 38 3000 Slow Pulse 1624 97 / 100cm

�55.3 34.8 3000 Slow Pulse 1624 97 / 100cm

�55.3 34.8 3000 Single 1612 87 / 100cm

�50 38 1200 ~ 3000 Siren 1612 105 / 100cm

�42 20.5 2900 Single 1724 85 / 25cm

�33 33 1500 ~ 3500 Siren 1712 105 / 100cm

Buzzer (Built In Circuit) Piezo Buzzer 07

02Piezo Buzzer

�26.3 22.3 2800 Single 1712 100 / 10cm

�43 18 2900 Single + Fast Pulse
 + Slow Pulse

1712 100 / 30cm

XPB3826-30SFP12T

XPB3826-35SFP24T

XPB4540-15.35R12W

XPB4540-18.35R24W

XPB6257-08.20R12W

XPB5459-26SP12W

XPB8555-26.28T12W

XPB8555-26.28T24W

XPB106-24.26T12W

XPB8542-24S24W

XPB8542-08.20R12W

XPB6036-30S12W

XPB6036-30SP24W

XPB5534-30SP24W

XPB5534-30S12W

XPB5038-12.30R12W

XPB4221-29S24T

XPB3333-15.35R12P

XPB2522-28S12P

XPB4318-29SFPSP12W
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Piezo Buzzer 
Series PB1475

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �13.8 X 7.5 mm ]

PB1475-40S9P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 15

9

Max. 10

Min. 80 / 10cm

4000

Single

-20 ~ +70

1

PB1475-40S12P
3 ~ 15

12

Max. 10

Min. 85 / 10cm

4000

Single

-20 ~ +85

1

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series PB2316

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �23.5 X 16 mm ]

PB2316-28S12P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 20

12

Max. 12

Min. 90 / 10cm

2800

Single

-20 ~ +70

4.5

PB2316-33S12P
3 ~ 20

12

Max. 10

Min. 90 / 10cm

3300

Single

-20 ~ +70

4.5

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series PB2319

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �23 X 19 mm ]

PB2319-33S12P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

8 ~ 15

12

Max. 15

Min. 88 / 30cm

3300

Single

-20 ~ +70

6.5

PB2319-33S24P
12 ~ 28

24

Max. 20

Min. 95 / 30cm

3300

Single

-20 ~ +70

6.5

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series PB3020

PPO

Color

Black

Terminal

Pin

Dimensions    [ size : �30 X 20 mm ]

PB3020-35S12P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 20

12

Max. 10

Min. 90 / 30cm

3500

Single

-20 ~ +70

8

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
13

.8
 ±

 0
.3

7.5 ± 0.3Washing Label 4

5.5

2 
- Ø

0.
7 

± 
 0

.0
5

7.
6 

± 
0.

3 

Epoxy

Ø23.5 ± 0.5 16 ± 0.5 6 ± 0.5

15
 ±

 0
.2

2 
- Ø

0.
8 

± 
 0

.0
5

Ø23 ± 0.5 19 ± 0.5 6 ± 0.5

15
 ±

 0
.5

2 
- Ø

0.
8 

± 
 0

.0
5

Ø
30

 ±
 0

.5

20 ± 0.3

2 
- Ø

0.
8 

± 
0.

1

0.5

15
 ±

 0
.5

Sound Hole

5 ± 0.5

Epoxy
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Piezo Buzzer 
Series PB4020

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �40 X 20 mm ]

PB4020-28S12P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 20

12

Max. 60

Min. 90 / 100cm

2800

Single

-20 ~ +60

14

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series PB4314

ABS

Color

Black

Terminal

Pin

Dimensions    [ size : �43 X 14 mm ]

PB4314-28S12P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 20

12

Max. 12

Min. 100 / 30cm

2800

Single

-20 ~ +60

12

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series PB2211EA

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �22 X 10.8 mm ]

PB2211EA-45S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 28

12

Max. 5

Min. 90 / 10cm

4500

Single

-20 ~ +60

4

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series PB2312E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �22.7 X 12.2 mm ]

PB2312E-33S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

8 ~ 15

12

Max. 15

Min. 85 / 30cm

3300

Single

-20 ~ +70

3

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

20 ± 0.3

18
 ±

 0
.3

7 ± 0.3

Ø
40

 ±
 0

.5

2 
- Ø

0.
8 

± 
0.

1

Sound Hole 14

25
.4

 ±
 0

.3

5.7

Ø
43

 ±
 0

.5

2 
- Ø

0.
8 

± 
0.

1

Sound Hole

32 Ø
22

1.8

27
.5

100 ± 5

10.8
10.3

3.2

Black

Red

3 ± 1

34
.3

 ±
 0

.3

29
.5

 ±
 0

.3 Black

Red

Ø
22

.7
 ±

 0
.3

12.2 ± 0.3

2.4

95 ± 5

3

5 ± 2

2.5
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Piezo Buzzer 
Series PB3010E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �29.8 X 10 mm ]

PB3010E-35S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 28

12

Max. 15

Min. 85 / 30cm

3500

Single

-20 ~ +60

8

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Black

Red

Ø
29

.8
 ±

 0
.5

Ø3

39
 ±

 0
.5

45
 ±

 0
.5

100 ± 5

10 ± 0.5

2

3 ± 1

3 3.
6

ABS

Color

Black

Terminal

Wire

Housing

Piezo Buzzer 
Series PB3214E

Dimensions    [ size : �32 X 13.5 mm ]

PB3214E-35S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 28

12

Max. 10

Min. 90 / 30cm

3500

Single

-20 ~ +60

8

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Black

Red

Ø
32

 ±
 0

.5

2 - Ø4.5
38

 ±
 0

.5
44

 ±
 0

.5

145 ± 5
13.5 ± 0.5

4

5 ± 2

3.5

Piezo Buzzer 
Series PB4216E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �42 X 16 mm ]

PB4216E-28S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 28

12

Max. 15

Min. 90 / 30cm

2800

Single

-20 ~ +60

15

PB4216E-28SP24W
3 ~ 28

24

Max. 15

Min. 95 / 30cm

2800

Slow Pulse

-20 ~ +60

15

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
42

 ±
 0

.5

2 - Ø3.4

Red

Black

16 ± 0.310

150 ± 5

5 ± 2

5.2 ± 0.3

5059

Piezo Buzzer 

SPB1470

LCP

Color

Black

Terminal

SMT

Dimensions    [ size : 14 X 14 X 7 mm ]

SPB1470-40S5
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 16

5

Max. 8

Min. 85 / 10cm

4000

Single

-20 ~ +70

1.3

SPB1470-40S12
4 ~ 16

12

Max. 10

Min. 90 / 10cm

4000

Single

-20 ~ +70

1.3

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

14 ± 0.3

Washing Label

14
.6

7 ± 0.3

14
 ±

 0
.3

2.0

3.
5

3.2
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Piezo Buzzer 
Series XPB2825

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �28 X 25 mm ]

XPB2825-35S24W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

12 ~ 30

24

Max. 15

Min. 82 / 30cm

3500

Single

-20 ~ +70

8

XPB2825-35SP12W
3 ~ 24

12

Max. 15

Min. 82 / 30cm

3500

Slow Pusle

-20 ~ +70

8

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series XPB2925

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �29.5 X 25 mm ]

XPB2925-37S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 24

12

Max. 15

Min. 90 / 30cm

3700

Single

-20 ~ +70

15

XPB2925-37SP12W
3 ~ 24

12

Max. 15

Min. 90 / 30cm

3700

Slow Pulse

-20 ~ +70

15

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series XPB4310

ABS

Color

Black

Terminal

Screw

Dimensions    [ size : �43 X 33 mm ]

XPB4310-29SSP12E

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 28

12

Max. 25

Min. 90 / 30cm

2900

Single + Slow Pulse

-20 ~ +70

39

XPB4310-29SSP24E

12 ~ 36

24

Max. 30

Min. 95 / 30cm

2900

Single + Slow Pulse

-20 ~ +70

39

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series SPB1775

PPS

Color

Grey

Terminal

SMT

Dimensions    [ size : 17 X 17 X 7.5 mm ]

SPB1775-40S12
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 20

12

Max. 8

Min. 93 / 10cm

4000

Single

-30 ~ +70

2.6

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

17 ± 0.2

Washing Label

17
.8

 ±
 0

.3

7.5 ± 0.2

17
 ±

 0
.2

7.8 ± 0.2

3.0

11
.8

 ±
 0

.3
 

Ø
27

 ±
 0

.3

Ø
28

 ±
 0

.5

2 - Ø3

4

25 ± 0.5 5.8

Ø
17

.5
 ±

 0
.5

34
 ±

 0
.5

38
.5

 ±
 0

.5

17

150 ± 5

Red

Yellow

Foam Ring

5 ± 2

Ø
28

.7
 ±

 0
.3

Ø
29

.5
 ±

 0
.5

2 - Ø2

3

25 ± 0.5 6.5

Ø
17

.5
 ±

 0
.5

34
.5

 ±
 0

.5
41

.5
 ±

 0
.5

17

150 ± 5

Red

Black

5 ± 2

Ø43 ± 0.5 33 ± 0.5

Single

Pulse

12 VDC13

20.512.57.2

8

6.
5

8.
6

10.5 7.5

M3

Ø
35

.7
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Piezo Buzzer 
Series XPB4310

ABS

Color

Black

Terminal

Plate

Dimensions    [ size : �43 X 33 mm ]

XPB4310-29SSP12TH

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 28

12

Max. 25

Min. 90 / 30cm

2900

Single + Slow Pulse

-20 ~ +70

39

XPB4310-29SSP24TH

12 ~ 36

24

Max. 30

Min. 95 / 30cm

2900

Single + Slow Pulse

-20 ~ +70

39

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø43 ± 0.5 20.512.57.5

6.
5

8.
6

11.5 7.4 7.4
0.8

Ø
38

Piezo Buzzer Piezo Buzzer 
Series XPB4310A

ABS

Color

Black

Terminal

Screw

Dimensions    [ size : �43 X 33.5 mm ]

XPB4310A-29SFP12E

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 16

12

Max. 30

Min. 90 / 30cm

2900

Single + Fast Pulse

-20 ~ +60

39

XPB4310A-29SFP24E

6 ~ 28

24

Max. 30

Min. 95 / 30cm

2900

Single + Fast Pulse

-20 ~ +60

39

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø43 ± 0 .5 33 ± 1

12 VDC

20.812.79.2

8

6.
5

8.
6

8.3 7.5

13

M3

Ø
34

 ±
 0

 .3

Piezo Buzzer 
Series XPB4526

ABS (Fire Resistance)

Color

White

Terminal

Wire

Dimensions    [ size : �45 X 26 mm ]

XPB4526-29S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 16

12

Max. 35

Min. 105 / 30cm

2900

Single

-20 ~ +70

22

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø45 ± 0 .5

10
0 

± 
5

5 
± 

2

Red Black

Ø
25

Ø4

6 8 12

ABS

Color

Black

Terminal

Plate

Housing

Piezo Buzzer 
Series XPB5029

Dimensions    [ size : �50 X 29 mm ]

XPB5029-25S12T
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

5 ~ 13

12

Max. 75

Min. 105 / 30cm

2500

Single

-20 ~ +60

28

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

50 ± 0.5 29 ± 0.5

2.
8

0.
5

10.4 720.8 22.5

C

11
.2

5
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Piezo Buzzer 
Series XPB5331

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �53 X 31 mm ]

XPB5331-28S6W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

3 ~ 12

6

Max. 20

Min. 93 / 30cm

2800

Single

-20 ~ +60

35

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø53 ± 0.5 165 ± 10

10 ± 2

Ø
36

.8
 ±

 0
.2

31

Red

Black

19

ABS

Color

Black

Terminal

Plate

Housing

Piezo Buzzer 
Series XPB3630

Dimensions    [ size : 36 X 45.3 X 30.5 mm ]

XPB3630-28S9T
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

9 ~ 48

9

Max. 3

Min. 75 / 60cm

2800

Single

-20 ~ +60

26

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Ø23 ± 0.5
Ø10.7

12
36 ± 0.5

2.2

30.5 ± 0.15 11.5

Lead -

27

8

6.2

45
.3

 ±
 0

.1
5

33
.3

 ±
 0

.1
5

0.
8Lead +

Piezo Buzzer 
Series XPB4739A

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : 47 X 39 X 23 mm ]

XPB4739A-10.30R12W

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 15

12

Max. 150

Min. 105 / 100cm

1000 ~ 3000

Siren

-20 ~ +70

25

XPB4739A-10.30R24W

6 ~ 30

24

Max. 180

Min. 110 / 100cm

1000 ~ 3000

Siren

-20 ~ +70

25

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø6

Ø3

20
0 

± 
5

5 
± 

2

R
ed

Bl
ac

k

47
 ±

 0
.5

39 ± 0.5 29.5 ± 0.3

37
.5

 ±
 0

.3

23 ± 0.5

16

Piezo Buzzer Piezo Buzzer 
Series XPB3631

ABS

Color

Black

Terminal

Plate

Dimensions    [ size : �36.3 X 31.5 mm ]

XPB3631-29S12T
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 28

12

Max. 20

Min. 85 / 30cm

2900

Single

-20 ~ +70

28

XPB3631-29SP24T
6 ~ 28

24

Max. 20

Min. 90 / 30cm

2900

Slow Pulse

-20 ~ +70

28

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø36.3 ± 0.5

Ø
32

.7

7.8 20 ± 0.5 8.611.5 25.5 ± 0.5

8.
6

6.
3
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Piezo Buzzer 
Series XPB2616A

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �26 X 16 mm ]

XPB2616A-30S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

5 ~ 15

12

Max. 35

Min. 80 / 30cm

3000

Single

-30 ~ +85

40

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

ABS

Color

Black

Terminal

Wire

Housing

Piezo Buzzer 
Series XPB2616

Dimensions    [ size : �25.6 X 16 mm ]

XPB2616-28S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 16

12

Max. 35

Min. 85 / 30cm

2800

Single

-30 ~ +85

41

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Piezo Buzzer 
Series XPB3826

ABS

Color

Black

Terminal

Plate

Dimensions    [ size : �41.4 X 26 mm ]

XPB3826-30SFP12T

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

5 ~ 28

12

Max. 18

Min. 90 / 30cm

3000

Single + Fast Pulse

-30 ~ +85

25

XPB3826-35SFP24T

5 ~ 28

24

Max. 35

Min. 105 / 100cm

3500

Single + Fast Pulse

-30 ~ +85

25

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer Piezo Buzzer 
Series XPB4540

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : 45 X 40 X 59 mm ]

XPB4540-15.35R12W

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

9 ~ 15

12

Max. 130

Min. 95 / 100cm

1500 ~ 3500

Siren

-20 ~ +70

54

XPB4540-18.35R24W

12 ~ 25

24

Max. 100

Min. 100 / 100cm

1800 ~ 3500

Siren

-20 ~ +70

54

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
21

.3
Ø

25
.6

100 ± 5

Black

Red

16 ± 0.5

5 ± 2

Ø
21

.3

2 - Ø3

Ø
25

.6
32

 ±
 0

.2
39

 ±
 0

.5

100 ± 5

Black

Red

16 ± 0.5

2 ± 0.3

5 ± 2

Ø33.5 ± 0.5

41
.4

 ±
 0

.5

26 ± 0.5

4 ± 0.3

8 ± 0.3

4.
8

6.5
8.5

Ø36.3 ± 0.5

Ø
31

.7 7.
5

7
0.6

7

37.8 ± 0.5

+ --

P C

59 ± 0.5

480 ± 20

5 ± 1

45 ± 0.5

52
 ±

 0
.5

40
 ±

 0
.5

40 ± 0.5

IP67 IP67
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Piezo Buzzer 
Series XPB6257

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : 61.8 X 56.5 X 84.5 mm ]

XPB6257-08.20R12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 15

12

Max. 200

Min. 110 / 100cm

800 ~ 2000

Siren

-20 ~ +70

101

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

ABS

Color

Black

Terminal

Wire

Housing

Piezo Buzzer 
Series XPB5459

Dimensions    [ size : �54 X 59 mm ]

XPB5459-26SP12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 15

12

Max. 160

Min. 105 / 100cm

2600

Slow Pulse

-20 ~ +70

65

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Piezo Buzzer 
Series XPB8555

ABS

Color

White

Terminal

Wire

Dimensions    [ size : 83.5 X 53.5 X 32 mm ]

XPB8555-26.28T12W

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

9 ~ 15

12

Max. 120

Min. 92 / 100cm

2600 ~ 2800

Two Tone

-20 ~ +60

65

XPB8555-26.28T24W

16 ~ 28

24

Max. 120

Min. 92 / 100cm

2600 ~ 2800

Two Tone

-20 ~ +60

65

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer Piezo Buzzer 
Series XPB106

ABS

Color

White

Terminal

Wire

Dimensions    [ size : 105.5 X 105.5 X 32 mm ]

XPB106-24.26T12W

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

8 ~ 15

12

Max. 150

Min. 112 / 100cm

2400 ~ 2600

Two Tone

-20 ~ +70

130

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

61.8 ± 0.2 84.5 ± 0.2

42 480 ± 10

5 ± 1

71
 ±

 0
.5

56 ± 0.1
12.7 ± 0.3

56
.5

 ±
 0

.5

73 ± 0.5 410 ± 5

5 ± 2

59 ± 0.5 Ø54 ± 0.5

52 ± 0.5

2 
± 

0.
2

11
3.

8 
± 

0.
5

10
3.

5 
± 

0.
5

83
.5

 ±
 0

.5

53.5 ± 0.5 115 ± 5

5 ± 2

3
32 ± 0.5

10
5.

5 
± 

0.
5

105.5 ± 0.5
85 ± 0.5

Ø6.5 ± 0.5

85
 ±

 0
.5

140 ± 5

5 ± 1

32 ± 0.5
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Piezo Buzzer 
Series XPB5534

ABS

Color

White

Terminal

Wire

Dimensions    [ size : �55.3 X 34.8 mm ]

XPB5534-30SP24W

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 30

24

Max. 35

Min. 97 / 100cm

3000

Slow Pulse

-20 ~ +80

93

XPB5534-30S12W

6 ~ 30

12

Max. 25

Min. 87 / 100cm

3000

Single

-20 ~ +80

93

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer Piezo Buzzer 
Series XPB5038

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �50 X 38 mm ]

XPB5038-12.30R12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 15

12

Max. 180

Min. 105 / 100cm

1200 ~ 3000

Siren

-20 ~ +60

40

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer 
Series XPB8542

ABS

Color

White

Terminal

Wire

Dimensions    [ size : �85 X 41.5 mm ]

XPB8542-24S24W

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

16 ~ 28

24

Max. 80

Min. 105 / 100cm

2400

Single

-20 ~ +70

60

XPB8542-08.20R12W

6 ~ 15

12

Max. 200

Min. 105 / 100cm

800 ~ 2000

Siren

-20 ~ +70

60

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer Piezo Buzzer 
Series XPB6036

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : �59 X 38 mm ]

XPB6036-30S12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

8 ~ 15

12

Max. 100

Min. 97 / 100cm

3000

Single

-20 ~ +70

135

XPB6036-30SP24W
15 ~ 30

24

Max. 100

Min. 97 / 100cm

3000

Slow Pulse

-20 ~ +70

135

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

HousingIP67

IP67

4 - Ø4 ± 0.2

73 ± 0.5
Ø85 ± 0.5 41.5 ± 0.5 400 ± 5

8 ± 0.5 5 ± 1

Ø
59

.4
 ±

 0
.5

Red

Black

63
.5

 ±
 0

.5

Ø
59

 ±
 1

220 ± 10
5 ± 2

38 ± 1 18 ± 0.5

1.
2

Ø56.3 ± 0.5

Ø65

34.8 ± 0.5 220 ± 10

5 ± 1

Ø
55

.3
 ±

 0
.3

6.6 ± 0.3

Ø
50

 ±
 0

.5
60

 ±
 0

.5
70

 ±
 0

.5

440 ± 5
38 ± 0.5

4.
5 10

5 ± 1

Black

White

4.0
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Piezo Buzzer 
Series XPB4221

ABS

Color

Black

Terminal

Plate

Dimensions    [ size : �42 X 20.5 mm ]

XPB4221-29S24T
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

1 ~ 28

24

Max. 15

Min. 85 / 25cm

2900

Single

-20 ~ +60

13

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

ABS

Color

Black

Terminal

Pin

Housing

Piezo Buzzer 
Series XPB3333

Dimensions    [ size : �33 X 33 mm ]

XPB3333-15.35R12P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

5 ~ 15

12

Max. 150

Min. 105 / 100cm

1500 ~ 3500

Siren

-20 ~ +60

20

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Piezo Buzzer 
Series XPB2522

Noryl

Color

Black

Terminal

Pin

Dimensions    [ size : �26.3 X 22.3 mm ]

XPB2522-28S12P
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

5 ~ 18

12

Max. 50

Min. 100 / 10cm

2800

Single

-30 ~ +70

12

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Piezo Buzzer Piezo Buzzer 
Series XPB4318

PBT

Color

Black

Terminal

Wire

Dimensions    [ size : �43 X 18 mm ]

XPB4318-29SFPSP12W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

6 ~ 28

12

Max. 25

Min. 100 / 30cm

2900

Single + Fast Pulse + Slow Pulse

-30 ~ +70

21

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø42 ± 0.5 7 10
3 ± 0.2

Lead + Lead -

16

Ø
27

.1
 ±

 0
.5

Ø
18

20.5 ± 0.5

96 5.5

33 ± 0.2

Ø
33

 ±
 0

.5 Ø
0.

8

Ø
4.

6

20 ± 0.58 ± 0.5

Ø26 ± 0.5

22.3 ± 0.5 10.4

+

-

6.5

Ø
0.

8

15

0.6 Epoxy

Ø26.3 ± 0.5
12.8 Ø43 ± 0 .5 18 ± 0 .5 Red (+) / White (-) Fast Pulse

5 ± 1

Red

White

Black

Green

Red (+) / Green (-) Slow Pulse
Red (+) / Black (-) Single
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03 Mechanical Buzzer

Size
(mm)

Height
(mm)

Rated Voltage
(Vdc)

Min. Sound 
Pressure Level

(dBA)

Frequency
(Hz)

Tone 
Nature

Page
No.

23x17 15 400 Single 191.5 80 / 10cm

23x17.2 15.5 400 Single 196 75 / 20cm

23x17.2 15.5 400 Single 1912 75 / 20cm

23x17.2 15.5 400 Single 193 75 / 20cm

23x17.2 15.5 400 Single 199 75 / 20cm

23x17 15 400 Single 191.5 75 / 20cm

23x17 15 400 Single 193 75 / 20cm

22.5x16 14.5 400 Single 203 75 / 20cm

22.5x16 14.5 400 Single 206 75 / 20cm

�26.4 17.6 400 Single 206 95 / 10cm

�26.4 17.6 400 Single 2012 95 / 10cm

�26 17.5 400 Single 206 75 / 20cm

�26 17.5 400 Single 209 75 / 20cm

�26 15 400 Single 203 75 / 20cm

�26 15 400 Single 2012 75 / 20cm

22.5x16 14.5 400 Single 2112 75 / 20cm

22.5x16 14.5 400 Single 2124 75 / 20cm

26x26 19.3 400 Single 216 95 / 10cm

26x26 19.3 400 Single 2112 95 / 10cm

26x26 19.5 400 Single 216 95 / 10cm

26x26 19.5 400 Single 2112 95 / 10cm

26x26 19 400 Single 2112 92 / 10cm

MEB2317C-B1P2

MEB2317E-B6W

MEB2317E-B12W

MEB2317P-B3W

MEB2317P-B9W

MEB2317-B1P4

MEB2317-B3P4

MEB2215E-W3W

MEB2215E-W6W

MEB2618E-B6W

MEB2618E-B12W

MEB2617E-W6W

MEB2617E-W9W

MEB2615E-B3W

MEB2615E-B12W

MEB2316-B12P4

MEB2316-B24P4

MEB2620-G6P4

MEB2620-G12P4

MEB2620E-W6T

MEB2620E-W12T

MEB2619E-B12W
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Mechanical Buzzer 
Series MEB2317C

ABS

Color

Black

Terminal

2 Pin

Dimensions    [ size : 23 X 17 X 15 mm ]

MEB2317C-B1P2
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

1 ~ 3

1.5

Max. 20

Min. 80 / 10cm

400

Single

-20 ~ +60

7

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

23
 ±

 0
.5

15 ± 0.5 6.5 ± 0.3 7.617 ± 0.5

Ø
0.

85
 ±

 0
.5

+

Mechanical Buzzer 
Series MEB2317E

ABS

Color

Black / White

Terminal

Wire

Dimensions    [ size : 23 X 17.2 X 15.5 mm ]

MEB2317E-B6W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 8

6

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +60

10

MEB2317E-B12W
8 ~ 15

12

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +60

10

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

17.2 ± 0.3

100 ± 3

5 ± 1

15.5 ± 0.3

2
23

 ±
 0

.3
27

.5
 ±

 0
.3

33
.5

 ±
 0

.3

Mechanical Buzzer 
Series MEB2317P

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : 23 X 17.2 X 15.5 mm ]

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

MEB2317P-B3W
2 ~ 4

3

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +70

10

MEB2317P-B9W
6 ~ 12

9

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +70

10

17.2 ± 0.3

100 ± 3
5 ± 1

15.5 ± 0.3

2

23
 ±

 0
.3

27
.5

 ±
 0

.3
33

.5
 ±

 0
.3

Mechanical Buzzer 
Series MEB2317

ABS

Color

Black

Terminal

2 Pin / 4 Pin

Dimensions    [ size : 23 X 17 X 15 mm ]

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

MEB2317-B1P4
1 ~ 3

1.5

Max. 20

Min. 75 / 20cm

400

Single

-20 ~ +70

7

MEB2317-B3P4
2 ~ 4

3

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +70

7

23
 ±

 0
.5

15 ± 0.5 3.5 ± 0.3

7.617 ± 0.5

15

Ø
0.

85
 ±

 0
.5
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Mechanical Buzzer 
Series MEB2215E

ABS

Color

White

Terminal

Wire

Dimensions    [ size : 22.5 X 16 X 14.5 mm ]

MEB2215E-W3W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 4

3

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +70

8

MEB2215E-W6W
4 ~ 8

6

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +70

8

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

27
 ±

 0
.5

33
 ±

 0
.5

14.5 ± 0.5
2

22
.5

 ±
 0

.5

Ø2.4 ± 0.2

105 ± 516 ± 0.5
5 ± 1

Mechanical Buzzer 
Series MEB2618E

PPO / ABS

Color

Black / White

Terminal

Wire

Dimensions    [ size : �26.4 X 17.6 mm ]

MEB2618E-B6W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 8

6

Max. 33

Min. 95 / 10cm

400

Single

-20 ~ +60

20

MEB2618E-B12W
7 ~ 16

12

Max. 33

Min. 95 / 10cm

400

Single

-20 ~ +60

20

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
26

.4
 ±

 0
.5

2 - Ø2.8 ± 0.1

32
 ±

 0
.3

41
 ±

 0
.5

150 ± 5

5 ± 2

3.7 ± 0.5

Red

Black

17.6 ± 0.3

Mechanical Buzzer 
Series MEB2617E

ABS

Color

Black / White

Terminal

Wire

Dimensions    [ size : �26 X 17.5 mm ]

MEB2617E-W6W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 8

6

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +60

15

MEB2617E-W9W
6 ~ 12

9

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +60

15

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
26

 ±
 0

.5

2 - Ø2.8 ± 0.1

32
 ±

 0
.3

41
 ±

 0
.5

150 ± 5

5 ± 2

3.7 ± 0.5

Red

Black

17.5 ± 0.3

Mechanical Buzzer 
Series MEB2615E

ABS

Color

Black / White

Terminal

Wire

Dimensions    [ size : �26 X 15 mm ]

MEB2615E-B3W
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

2 ~ 4

3

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +60

12

MEB2615E-B12W
9 ~ 15

12

Max. 25

Min. 75 / 20cm

400

Single

-20 ~ +60

12

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

Ø
26

 ±
 0

.5

2 - Ø3 ± 0.2

32
 ±

 0
.3

38
 ±

 0
.5

150 ± 5 15 ± 0.3

2.4 ± 0.3

5 ± 2

Red

Black
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Mechanical Buzzer 
Series MEB2316

Noryl

Color

Black

Terminal

4 Pin

Dimensions    [ size : 22.5 X 16 X 14.5 mm ]

MEB2316-B12P4
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

9 ~ 15

12

Max. 25

Min. 75 / 20cm

400

Single

-30 ~ +70

10

MEB2316-B24P4
15 ~ 27

24

Max. 30

Min. 75 / 20cm

400

Single

-30 ~ +70

10

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

22
.5

 ±
 0

.5

14.5 ± 0.5 4.5 ± 0.3

7.6

16 ± 0.5

15
.2

5 
± 

0.
2 C

Ø
0.

6 
± 

0.
05

Mechanical Buzzer 
Series MEB2620

Noryl

Color

Black / White / Grey

Terminal

4 Pin

Dimensions    [ size : 26 X 26 X 19.3 mm ]

MEB2620-G6P4
Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

4 ~ 8

6

Max. 35

Min. 95 / 10cm

400

Single

-30 ~ +70

17

MEB2620-G12P4
8 ~ 16

12

Max. 55

Min. 95 / 10cm

400

Single

-30 ~ +70

17

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

C

26 ± 0.3 19.3 ± 0.3
20

.5
 ±

 0
.3

3.5

19 ± 0.3

9.
5 

± 
0.

3

3.5

Ø
1

26
 ±

 0
.3

Mechanical Buzzer 
Series MEB2620E

ABS

Color

White

Terminal

Plate

Dimensions    [ size : 26 X 26 X 19.5 mm ]

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

MEB2620E-W6T
4 ~ 8

6

Max. 65

Min. 95 / 10cm

400

Single

-20 ~ +60

15

MEB2620E-W12T
9 ~ 15

12

Max. 55

Min. 95 / 10cm

400

Single

-20 ~ +60

15

26 ± 0.3

2 - Ø3

7.5

13.5

19.5 ± 0.3

2.
6

10

6

20
.5

 ±
 0

.3

3.5

26
 ±

 0
.3

32
 ±

 0
.5

40
 ±

 0
.5

Mechanical Buzzer 
Series MEB2619E

ABS

Color

Black

Terminal

Wire

Dimensions    [ size : 26 X 26 X 19 mm ]

Operating Voltage

Rated Voltage

※Rated Current

※Sound Pressure Level

※Resonant Frequency

Tone Nature

Operating Temperature

※ value applying rated voltage

Unit: mm / Tolerance ±0.5mm

Weight

[Vdc]

[Vdc]

[mA]

[dBA]

[Hz]

[°C]

[g]

Housing

MEB2619E-B12W
8 ~ 16

12

Max. 35

Min. 92 / 10cm

400

Single

-20 ~ +60

17

26 ± 0.3

2 - Ø3

7.5

13.5

19 ± 0.3

150 ± 5

5 ± 1

20
.5

 ±
 0

.3

3.5

26
 ±

 0
.3

32
 ±

 0
.5

40
 ±

 0
.5

21




