Receiver Dynamic Receiver

Dynamic Receiver 17

Rated Sound Pressure Frequency Hearing Aid
Input Power Level RENT[ Compatible
(mW) (dB) (Hz) (HAC)

Size Impedance
(mm) (ohm)

DR1504-P32 015 3.7 32 10 15 [ IEC318 ] 300 ~ 3400 Yes 102
DR2004-M150HW 020 4 150 1 90 [IEC318 ] 300 ~ 3400 Yes 102
DR2004A-P150HW 020 3.9 150 1 92 [IEC318] 300 ~ 3400 Yes 102
DR2004A-P150W 020 3.9 150 1 92 [IEC318] 300 ~ 3400 No 102
DR2807-P150HW 028 7.2 150 10 93 [IEC318] 300 ~ 3400 Yes 102
DR2807-P150W 028 7.2 150 10 93 [IEC318] 300 ~ 3400 No 102
DR3111-P150HT 031 n 150 1 93 [IEC318] 300 ~ 3400 Yes 103
DR3111-X406 031 n 150 1 93 [IEC318] 300 ~ 7000 No 103
DR3112-M300HT 031 12 300 1 93 [IEC318] 300 ~ 3400 Yes 103
DR3112-M300T 031 12 300 1 93 [IEC318] 300 ~ 3400 No 103
DR3516B-M150HW 035 16 150 30 95 [IEC318 ] 300 ~ 3400 Yes 103
DR3516B-M150E 035 16 150 30 95 [ IEC318] 300 ~ 3400 No 103
DR3518-M150HT 035 17.5 150 10 96 [ IEC318 ] 300 ~ 3400 Yes 103
DR3518-M150T 035 17.5 150 10 96 [ IEC318 ] 300 ~ 3400 No 103
DR3819-P300H 038 18.8 300 1 97 [ IEC318] 300 ~ 3400 Yes 104
DR3819-P300 038 18.8 300 1 97 [ IEC318] 300 ~ 3400 No 104
DR3821-P150HT 038 21 150 1 97 [1EC318] 300 ~ 3400 Yes 104
DR3821-P150T 038 21 150 1 97 [IEC318] 300 ~ 3400 No 104
DR4521-M150HE(VR60) 045.5 21 150 30 100 [ IEC318 ] 300 ~ 3400 Yes 104
DR4521-M150E(VR60) 045.5 21 150 30 100 [ IEC318] 300 ~ 3400 No 104
DR4620-M150HE 046 20.3 150 30 98 [ IEC318 | 300 ~ 3400 Yes 104
DR4620-M150E 046 20.3 150 30 98 [ IEC318 ] 300 ~ 3400 No 104



Dynamic Receiver

Receiver

Dynamic Receiver

DR1504

Solder Pad

DR1504-P32

Sound Pressure Level [dB] 15 + 3 [ IEC318 Coupler]
Impedance [ohm] 32

Rated Input Power [mw] 10

Max Input Power [mW] 15
Frequency Range [Hz] 300 ~ 3400
Hearing Aid Compatible No

Operating Temperature [°C] -30 ~ +70
Weight [a] 2

Dimensions [ size: 015 X 3.7 mm ]

Unit: mm / Tolerance +0.5mm

215+ 0.3
210.9+0.3

Dynamic Receiver

DR2004A

ABS
Wire
Sound Pressure Level [dB] 92+ 3[IEC318 Coupler] 92 = 3[IEC318 Coupler ]
Impedance [ohm] 150 150
Rated Input Power [mw] 1 1
Max Input Power [mwW] 10 10
Frequency Range [Hz] 300 ~ 3400 300 ~ 3400
Hearing Aid Compatible Yes No
Operating Temperature [°C] -20 ~ +60 -20 ~ +60
Weight [a] 3 3

Dimensions [size: (020 X 3.9 mm ]

Unit: mm / Tolerance +0.5mm
220+0.3 39+03

212+0.3

Black Glue

PBT & Metal

Dynamic Receiver

DR2004

ABS & Metal

Terminal

Wire

DR2004-M150HW

Sound Pressure Level [dB] 90 + 3 [ IEC318 Coupler ]
Impedance [ohm] 150

Rated Input Power [mw] 1

Max Input Power [mW] 10
Frequency Range [Hz] 300 ~ 3400
Hearing Aid Compatible Yes
Operating Temperature [°C] -20 ~ +60
Weight [a] 4

Dimensions [ size: 020 X 4 mm]
Unit: mm / Tolerance +0.5mm
4[3213
Dynamic Receiver

DR2807

ABS
Wire
Sound Pressure Level [dB] 93+ 3[IEC318 Coupler] 93 = 3[IEC318 Coupler ]
Impedance [ohm] 150 150
Rated Input Power [mw] 10 10
Max Input Power [mw] 30 30
Frequency Range [Hz] 300 ~ 3400 300 ~ 3400
Hearing Aid Compatible Yes No
Operating Temperature [°C] -20 ~ +60 -20 ~ +60
Weight [a] 45 4.5

Dimensions [size: (028 X 7.2 mm ]

Unit: mm / Tolerance +0.5mm
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Receiver Dynamic Receiver

Dynamic Receiver

DR3111—

Dynamic Receiver

DR3112~

ABS ABS & Metal
Plate Plate

DR3111-P150HT DR3111-X406

DR3112-M300HT DR3112-M300T

Sound Pressure Level [dB] 93 +3[IEC318 Coupler] 93+ 3 [IEC318 Coupler] Sound Pressure Level [dB] 93 +3[IEC318 Coupler] 93 =3 [IEC318 Coupler ]
Impedance [ohm] 150 150 Impedance [ohm] 300 300

Rated Input Power [mw] 1 1 Rated Input Power [mw] 1 1

Max Input Power [mwW] 10 10 Max Input Power [mW] 10 10
Frequency Range [Hz] 300 ~ 3400 300 ~ 7000 Frequency Range [Hz] 300 ~ 3400 300 ~ 3400
Hearing Aid Compatible Yes No Hearing Aid Compatible Yes No

Operating Temperature [°C] -20 ~ +60 -20 ~ +60 Operating Temperature [°C] -20 ~ +60 -20 ~ +60
Weight [a] 15 15 Weight [a] 20 20

Dimensions [ size: 031X 11 mm]

Dimensions [ size: 031X12 mm]

Unit: mm / Tolerance +0.5mm Unit: mm / Tolerance +0.5mm

©125+03 1£03 ©925.8+0.3 7303 4

2.8

227.8+0.3

@31+£0.3 7.7 ‘4.8

26.5+0.3
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Dynamic Receiver

DR3516B

Dynamic Receiver

DR3518

ABS & Metal ABS & Metal
Screw Plate
Sound Pressure Level [dB] 95+ 3[IEC318 Coupler] 95+ 3 [IEC318 Coupler] Sound Pressure Level [dB] 96 + 3 [IEC318 Coupler] 96 + 3 [IEC318 Coupler]
Impedance [ohm] 150 150 Impedance [ohm] 150 150
Rated Input Power [mw] 30 30 Rated Input Power [mw] 10 10
Max Input Power [mwW] 50 50 Max Input Power [mw] 30 30
Frequency Range [Hz] 300 ~ 3400 300 ~ 3400 Frequency Range [Hz] 300 ~ 3400 300 ~ 3400
Hearing Aid Compatible Yes No Hearing Aid Compatible Yes No
Operating Temperature [°C] -20 ~ +60 -20 ~ +60 Operating Temperature [°C] -20 ~ +60 -20 ~ +60
Weight [g] 35 35 Weight [a] 30 30
Dimensions [size: (035X 16 mm ] Dimensions [size: 035X 17.5 mm]
Unit: mm / Tolerance +0.5mm 16+0.3 Unit: mm / Tolerance +0.5mm

17.5+0.3 @29.6 + 0.3
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235+ 0.3 185103 @35+ 0.3 19£03




Dynamic Receiver Receiver

Dynamic Receiver

DR3821

Dynamic Receiver

DR3819

ABS ABS
Solder Pad Plate

DR3819-P300H DR3819-P300 DR3821-P150HT DR3821-P150T

Sound Pressure Level [dB] 97 + 3 [IEC318 Coupler] 97+ 3 [IEC318 Coupler ] Sound Pressure Level [dB] 97 +3[IEC318 Coupler] 97 + 3 [IEC318 Coupler]
Impedance [ohm] 300 300 Impedance [ohm] 150 150

Rated Input Power [mw] 1 1 Rated Input Power [mw] 1 1

Max Input Power [mW] 10 10 Max Input Power [mW] 10 10
Frequency Range [Hz] 300 ~ 3400 300 ~ 3400 Frequency Range [Hz] 300 ~ 3400 300 ~ 3400
Hearing Aid Compatible Yes No Hearing Aid Compatible Yes No

Operating Temperature [°C] -20 ~ +60 -20 ~ +60 Operating Temperature [°C] -20 ~ +60 -20 ~ +60
Weight [a] 40 40 Weight [a] 36 36

Dimensions [ size : 038 X 18.8 mm ] Dimensions [ size: 038 X 21 mm]

Unit: mm / Tolerance +0.5mm Unit: mm / Tolerance +0.5mm
4903 233.4+0.3 2184023

30£0.3

ﬁ

7-223

238+0.3

237.8+0.3 ‘ 18.8+0.5

Dynamic Receiver

DR4620

Dynamic Receiver

DR4521

ABS & Metal ABS & Metal
Screw Screw

Sound Pressure Level [dB] 100 + 3 [ IEC318 Coupler ] 100 + 3 [ IEC318 Coupler ] Sound Pressure Level [dB] 98 = 3[IEC318 Coupler] 98+ 3 [IEC318 Coupler ]
Impedance [ohm] 150 150 Impedance [ohm] 150 150

Rated Input Power [mw] 30 30 Rated Input Power [mw] 30 30

Max Input Power [mwW] 50 50 Max Input Power [mw] 50 50

Frequency Range [Hz] 300 ~ 3400 300 ~ 3400 Frequency Range [Hz] 700 700

Hearing Aid Compatible Yes No Hearing Aid Compatible 300 ~ 3400 300 ~ 3400
Operating Temperature [°C] -20 ~ +60 -20 ~ +60 Operating Temperature [°C] -20 ~ +60 -20 ~ +60

Weight [a] 70 70 Weight [a] 70 70

Dimensions [ size: 045.5 X 21 mm ] Dimensions [size: (046 X 20.3 mm]

Unit: mm / Tolerance +0.5mm Unit: mm / Tolerance +0.5mm 14.8+0.3
143203 f———

@455+ 0.3 2103

2404023 246 £ 0.3 20303 240+ 0.5






